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FORMER RAMADA INN AND SUITES 

4300 WEST PIERSON ROAD 

FLINT, MICHIGAN 48504 
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GENESEE COUNTY LAND BANK AUTHORITY 

452 SAGINAW STREET, 2
ND

 FLOOR 

FLINT, MICHIGAN 48502 
 

 

AKT PEERLESS PROJECT NO. 7168S 

1.0 INTRODUCTION 

Genesee County Land Bank Authority (GCLBA) retained AKT Peerless Environmental & 
Energy Services (AKT Peerless) to conduct a pre-demolition Asbestos and Hazardous Materials 
Survey of the former Ramada Inn and Suites at 4300 West Pierson Road, Flint, Michigan.  Refer 
to Figure 1 for a Subject Property Location Map.  AKT Peerless’ scope of work is based on its 
Sampling and Analysis Plan, approved by the United States Environmental Protection Agency 
(USEPA), and the terms and conditions of the agreement.  

1.1 PURPOSE 

The purpose of AKT Peerless’ asbestos survey was to: (a) identify and locate suspect asbestos 
containing material (ACM), (b) establish a sampling plan, based on homogeneous and functional 
areas, (c) to sample and assess significant sources of friable and non-friable suspect ACM, (d) 
quantify the ACM identified at the property, and (e) prepare a final summary documenting ACM 
and Presumed Asbestos Containing Materials (PACM) quantities, locations, and results. 
 
The purpose of the AKT Peerless’ hazardous materials survey was to: (a) identify and locate 
potentially hazardous materials (other than asbestos) that may require removal and disposal, or 
other special consideration, before the building demolition occurs (often these materials are 
banned from landfill disposal), and (b) prepare a final summary documenting the potentially 
hazardous materials.  

1.2 LIMITATIONS AND EXCEPTIONS OF THE SURVEY 

Locating and identifying building materials that contain asbestos and other potentially hazardous 
materials is a difficult and time-consuming task.  All buildings have hidden spaces that may not 
be immediately obvious to a surveyor, who is not intimately familiar with the building and who 
has only a limited time in the building.  Complicating this task is the fact that asbestos was used 
in a variety of building components and in many types of materials in the construction of 
buildings.  In some of these materials, asbestos is present, not as an intentional ingredient, but as 
a contaminant. 
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Although AKT Peerless uses trained and licensed inspectors in attempting to locate and identify 
building materials that contain asbestos and other hazardous materials, AKT Peerless cannot 
verify that all ACMs and other hazardous materials have been identified.  It is possible that there 
are materials or building components that were not found, because they were not visible or 
accessible to the inspection team or for various other reasons, were not sampled.   

Quantities of identified ACM and other hazardous materials that are reported in this survey are 
often used to generate cost projections for abatement projects.  AKT Peerless recommends that a 
contingency of 15 percent be considered to address a number of unknown factors that may 
significantly affect the cost projection.  Further, it should be anticipated that there will be other 
costs associated with the construction/abatement including engineering and testing fees.  For 
planning purposes, AKT Peerless recommends an allowance of 20 percent for these costs. 

Quantities of identified ACM reported in this document are provided for reference only 

and should not be relied upon for abatement bidding purposes.  AKT Peerless strongly 
cautions against utilizing the reported material quantities without field verification.  It is expected 
that contractors will utilize their own quantities when preparing bid pricing.  AKT Peerless 
recommends that a contingency allowance be used to address estimating method uncertainties for 
quantified materials.  Listed quantities should be used for reference purposes only and are not 
authorized to be used for contractor bidding purposes.  

AKT Peerless encountered building-specific limitations during the survey including, but not 
limited to, the following: 

 Areas enclosed by fixed wall systems were restricted to limited visual access.  Fixed wall 
systems include, but are not limited plaster, concrete, brick, block, and paneled walls with 
an underlying building structure.  These systems are installed in the interior areas of the 
buildings.  As part of the survey, only limited inspection of the internal wall cavities were 
possible. 

 Access to suspect ACM and hazardous materials was restricted in areas defined as being 
located within a regulated confined space (i.e., such as within machinery, pits, crawl 
spaces, etc.).  These areas require the use of trained confined space professionals, 
personnel protective equipment, and rescue personnel. 

 During the survey, the facility lacked electrical lighting.  AKT Peerless used portable 
spotlights and flashlights to improve general viewing conditions.   

 Access was not available to the elevator shafts located within the subject building.  

 Sampling of the building roofs was not performed as part of this assessment due to access 
limitations and safety concerns.  Among other restrictions only limited roof access was 
readily available.  Due to these limitations, it is recommended that the roof system or 
materials in elevated areas, be sampled prior to building demolition activities or assumed 
to be asbestos containing.  For the purpose of this report, AKT Peerless assumed the 
roofing materials (tar, shingles, etc.) to be asbestos containing. 

 During the survey, no dismantling of electrical, mechanical, or hydraulic equipment was 
conducted.  Due to potential hazards, confined spaces, and because trade personnel were 
not available (i.e., electrician, plumbers, etc.), no dismantling of equipment was 
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performed to identify the existence of PCB containing components, mercury switches, or 
asbestos insulation.  

 Water and debris located within the pool limited observations.  

 The estimated contents of unlabeled containers observed on-site are based on the 
professional judgment of its appearance and experience with similar containers in similar 
situations or facilities.  Materials described as unknowns will require further 
characterization prior to disposal.  

 The presence of debris, stored items, and remaining furniture limited the inspection and 
observations. 

 Observations on the exterior of property were limited by the presence of overgrown 
vegetation in certain area.   

 The inspection was limited by presence of unsafe conditions including the presence of 
trespassers who were entering the building to steal metal.  Note that certain items 
inventoried (metal light fixtures with ballasts) within this report may have subsequently 
been removed by unauthorized persons.  As noted in this report, asbestos containing pipe 
insulation elbows formerly located within the guest room bathroom walls appeared to 
have all been removed from their original location and deposited on the guest room floor.   

 During the survey, areas of the subject building were inaccessible due to locked doors, 
stuck doors, and/or the presence of debris.  Among other areas, the two rooms located on 
east wall of the pool area were locked and inaccessible.  

 AKT Peerless estimated the quantity of asbestos containing building materials located at 
the subject property; however, as stated above, AKT Peerless does not warranty the 
accuracy of these estimates.  Many ACMs were not readily accessible for quantification.  
Examples of the materials with limited accessibility includes: the thermal pipe insulation, 
thermal pipe fittings, and floor tiles located beneath debris.  Due to this limitation, actual 
quantities of ACM as measured by an asbestos abatement contractor during building 
renovation or demolition activities is expected to vary (greater or lesser) in comparison to 
quantities estimated as part of this survey.  AKT Peerless also advises abatement 
contractors to use destructive search methods during any removal activities. 

2.0 ASBESTOS SURVEY 

In August 2011, Mr. Ryan T. Londrigan of AKT Peerless conducted a Pre-Demolition Asbestos 
Survey of the subject building.  During the Asbestos Survey, AKT Peerless noted observable 
materials (e.g., materials that are readily accessible and visible without dismantling permanent 
structures, such as walls, floors and ceilings) that may contain asbestos. 
 
AKT Peerless was not provided with as-built site plans, drawings, or construction specifications 
by the client or Mt. Morris Township Assessing/Building Departments.  However, AKT Peerless 
prepared general site drawings of the subject buildings, which are included as Figures 2 – 6.   
 
AKT Peerless was not provided with any previous asbestos, hazardous materials, or 
environmental surveys for the subject property.  
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2.1 SCOPE OF WORK 

The scope of work for AKT Peerless’ asbestos survey is based on the Asbestos School Hazard 
Abatement Reauthorization Act (ASHARA).  The purpose of ASHARA is to extend the 
Asbestos Hazard Emergency Response Act (AHERA) inspection and management requirements 
to commercial and industrial buildings.  Further, the survey is based on the ASTM Standard E 
1368, Standard Practice for Assessment of Asbestos Containing Building Materials (ACM) in 

Connection with Real Estate Transaction.  

The asbestos survey was performed using the following procedures: 

1. AKT Peerless conducted an inspection of the building area to identify building materials that 
are suspect for asbestos content.  The AHERA rule requires that the suspect materials be 
identified, located and documented, and that friable suspect materials are assessed and 
classified for friability and damage.  During the inspection, homogeneous areas were 
delineated and sampled, as appropriate.  Functional spaces were also identified for purposes 
of assessing all suspect materials, as appropriate. 

2. AKT Peerless conducted a physical assessment of friable and non-friable suspect materials.  
In accordance with AHERA, non-friable suspect materials do not require a physical 
assessment.  However, a general description of the condition of the non-friable suspect 
materials was provided.  The physical assessment includes assessing (a) the condition of the 
friable suspect material and (b) the potential for disturbance.   

3. All samples collected were submitted with chain-of-custody documentation to an analytical 
laboratory that participates in the National Voluntary Laboratory Accreditation Program   
(NVLAP).  All samples were analyzed using polarized light microscopy (PLM) with 
dispersion staining following USEPA Test Method (EPA-600/M4-82-020) and the National 
Institute of Standards and Technology (NIST) Bulk Asbestos Handbook.  In an effort to 
minimize costs, AKT Peerless used first positive stop analysis methodologies.  First positive 
stop involves analyzing samples by homogeneous area groupings.  Laboratory analyses were 
performed sample by sample within each homogeneous area grouping until a sample was 
determined to be asbestos containing. 

3.0 ASBESTOS SURVEY PROCEDURES 

The following sections of this survey outline the approach, procedures, and methods employed 
by AKT Peerless to complete the Asbestos Survey of the on-site buildings. 

3.1 DESCRIPTION OF HOMOGENEOUS AREAS 

During the asbestos survey, AKT Peerless identified Homogeneous Areas (HA) based on 
appearances and type of materials observed.  As defined under AHERA, a homogeneous area is 
an area that appears similar throughout in terms of its color, texture, and date of material 
application.   

In addition, building materials suspect for asbestos content are also described based on one of 
three material classifications that include: 
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Surfacing Materials (SM):  A material that is sprayed-on, troweled-on, or otherwise applied to 
surfaces such as: acoustical plaster on ceilings and fireproofing materials on structural members, 
or other materials on surfaces for acoustical, fireproofing, or other purposes. 

Thermal System Insulation (TSI):  A material that is applied to pipes, fittings, boilers, 
breeching, tanks, ducts, or other interior structural components to prevent heat lost or gain, or 
water condensation, or for other purposes. 
Miscellaneous Materials (MM):  A building material on structural components, structural 
members, or fixtures, such as floor and ceiling tiles, and does not include surfacing material or 
thermal system insulation.  
 
During the preparation of this survey, 118 homogeneous areas were identified.  A description of 
homogeneous areas is presented for review in Appendix A. 

3.2 DESCRIPTION OF FUNCTIONAL SPACES 

In general, functional spaces are defined as spatially distinct units or areas within a building, 
which contain identifiable populations of building occupants.  These spaces can include office 
areas, storage spaces, services areas, guest rooms, etc.  However, a functional space can also be 
delineated based on the general building layout, facility use factors, and can be assigned using 
various arbitrary factors that were useful in the completion of this survey.  AKT Peerless 
designated several functional spaces throughout the subject property.  The functional spaces are 
summarized in Appendix A.  A depiction of the subject building and functional spaces, as well as 
the floor plan layout is presented for review on Figures 2 through 5. 

3.3 BULK SAMPLE MATERIAL INVENTORY 

Based on the inspection, 118 homogeneous materials were identified during the survey.  With the 
exception of select materials, which were assumed to contain asbestos, AKT Peerless collected 
bulk samples of the homogeneous materials for laboratory analysis.   

Samples were collected in polyethylene containers and labeled with an identification number.  In 
general, AKT Peerless’ sampling protocol consisted of: (a) extracting a sample with a clean 
knife, chisel, or coring tool and (b) placing the sample into its properly labeled sample container. 

The sampling protocol used to procure the appropriate number of samples for an identified 
homogeneous area of suspect ACM is based on sampling guidelines outlined under AHERA and 
is detailed as follows: 
 
3.3.1 Surfacing Materials (SM) 

Surfacing materials consist of building materials that have been sprayed-on, troweled-on, or 
otherwise applied to building surfaces for acoustical, fireproofing, or other purposes.  Sample 
locations selected were evenly distributed and representative of the entire survey area.  If fewer 
than nine samples are collected, a random sampling scheme was used to determine the sample 
locations. 
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3.3.2 Thermal System Insulation (TSI) 

For thermal system insulation, the number of samples and the sample locations was dependent on 
local circumstances.  Typically, a minimum of three samples of each homogeneous sampling area 
was collected.  For long pipe runs and for piping runs that extend into additional functional areas, 
additional samples were collected as appropriate at the discretion of the accredited inspector.  For 
pipe runs or patched areas of less than six linear feet (e.g., where facility repair or re-insulation 
activities may have occurred), at least one sample was collected.  In addition, areas of pipe 
insulating cement were sampled based on the discretion of the accredited asbestos inspector. 

3.3.3 Miscellaneous Materials (MM) 

Miscellaneous materials consist of interior and exterior building components and are typically 
located on structural components, structural members, or fixtures, such as floor and ceiling tiles 
and roofing materials.  Sampling of these materials will be by delineation of homogeneous areas 
and functional spaces.  Based on the quantities of the materials identified, samples of the suspect 
materials will be collected by the accredited asbestos inspector in a manner sufficient to 
determine its asbestos content.  
 
Suspect and confirmed ACMs identified and any obvious potential health concerns associated 
with these materials, such as damage or friability, are presented in the Bulk Sample Material 
Inventory that is provided for review in Appendix A. 

3.4 LABORATORY ANALYTICAL PROCEDURES 

All samples collected were submitted to and analyzed by Apex Research of Whitmore Lake, 
Michigan.  Apex Research is accredited by the American Industrial Hygiene Association (AIHA) 
and participates in the National Voluntary Laboratory Accreditation Program (NVLAP).  Chain-
of-custody guidelines were followed to ensure proper handling and delivery of the samples.  The 
samples were analyzed using Polarized Light Microscopy (PLM) with dispersion staining in 
accordance with the following USEPA guidance document titled: Determination of Asbestos in 
Bulk Building Materials: EPA/600/R-93/116, and dated July, 1993.  

The USEPA defines ACM as those materials that contain greater than one percent asbestos.  
Friable materials are defined as those that can be crumbled or reduced to powder by hand 
pressure.  The National Emission Standards for Hazardous Air Pollutants (NESHAP) for 
asbestos, dated November 1990 stipulates that any friable material identified as containing 
asbestos in concentrations greater than one percent must be considered ACM.   

Percentages and types of fibrous components in these samples were determined by visual 
estimation of the amount of fibrous materials versus the total amount of material present.  The 
Occupational Safety and Health Administration (OSHA) definition of ACM is any material 
containing more than one (1) percent asbestos.  Materials containing one (1) percent or less 
asbestos are considered non-asbestos containing. 

AKT Peerless utilized the “positive-stop” method of sample analysis.  In this method, analysis is 
stopped on a group of samples once the first positive (e.g., greater than 1% asbestos) sample is 
analyzed.  According to the USEPA, if one sample of a homogenous material is identified to be 
asbestos containing, the entire material must be considered asbestos containing.   
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Based on appearances and type of materials, suspect ACMs were grouped into homogeneous 
areas (HA) and functional spaces (FS) as appropriate.  Upon completion of these activities, 
representative bulk samples of the suspect materials were collected.  For example, ceiling tile 
located in different functional spaces found to be uniform in texture and color and appeared 
similar in every other respect.  This material was considered one homogenous area and was 
sampled accordingly. 

Based on the homogeneous and functional areas identified during the survey, AKT Peerless 
collected bulk samples for analysis.  Samples were collected in polyethylene containers and 
labeled with an identification number.  In general, AKT Peerless’ sampling protocol consisted of: 
(a) extracting a sample with a clean knife or chisel and (b) placing the sample into its properly 
labeled sample container. 

Asbestos containing materials are summarized in Section 5.1 and the Bulk Sample Material 
Inventory in Appendix A.  

Copies of laboratory datasheets and Chain of Custody documents for the bulk suspect ACMs are 
presented in Appendix B.   

4.0 SURVEY FOR OTHER POTENTIALLY HAZARDOUS MATERIALS 

AKT Peerless conducted an inspection of the facility to identify the existence of other potentially 
hazardous materials that may exist within containers such as drums, basins, tanks and in general 
storage areas.  A description of the survey procedures used as part of this survey and its findings, 
are provided in the following section of this report. 

4.1 OTHER HAZARDOUS MATERIALS INSPECTION PROCEDURES  

AKT Peerless conducted an inspection of the building to identify the existence of potentially 
hazardous materials and/or wastes that may require removal and disposal, or other special 
consideration, before the building demolition occurs.   
 
As part of the survey, no intrusive investigation or use of remote sensing equipment was used 
and no sampling of other hazardous materials was performed. 
 
The survey was conducted to identify universal hazardous wastes or regulated materials/wastes. 
The building was inspected for potential hazardous materials such as PCB-containing light 
ballasts, batteries, chlorofluorocarbon-containing equipment, smoke detectors, exit signs, and 
mercury light tubes and switches.  The survey of lighting/alarm systems comprised a visual 
inspection of the exterior of accessible emergency, light and exit sign fixtures, panels or 
components for possible PCB-containing ballast systems, mercury vapor lighting fixtures, 
batteries or other hazardous materials.  If present, significant areas of oil-staining were also 
noted.  No intrusive examination or contact with manufacturers, sample collection, or testing of 
this equipment was performed.  The potential for PCB-content of the ballasts was determined 
based on the apparent age of the reflective ceiling or representative checks of light fixtures.  With 
the exception of oil from the two elevator hydraulic reservoir, described below, no sampling of 
any hazardous component materials was performed.  
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Due to metal theft activities, nearly all on-site chlorofluorocarbon-containing equipment, 
including air conditioners and refrigerators, appears to have the compressor units and coils 
removed.  Based on site observations (including apparent lack of chlorofluorocarbon content) the 
units subject to metal theft were not inventoried or otherwise noted in this report.  
 
An inventory of hazardous materials and containers was prepared and is included in Appendix C. 

4.2 ELEVATOR HYDRAULIC OIL PCB TEST RESULTS 

AKT Peerless collected samples of oil present within the two elevator hydraulic oil reservoirs 
located within the subject building.  The elevators were identified as “central elevator” and 
“south elevator.”  The location of the elevator hydraulics is shown on Figure 2.  Both samples 
were submitted for laboratory analysis for polychlorinated biphenyls (PCBs).  Laboratory 
analytical results did not detect PCBs within either sample.  A copy of the laboratory analytical 
report is included in Appendix D.   
 
Note that no access was available to enter the elevator shafts.  AKT Peerless performed a limited 
visual evaluation through a gap in the door, and observed standing water within both elevator 
shafts.    

4.3 LEAD AND CADMIUM BASED PAINT TESTING 

AKT Peerless did not conduct testing of painted surfaces for the presence of lead or cadmium 
based paints. Painted surfaces throughout the structure should be assumed lead or cadmium-
based unless further testing is performed and determined to be non-lead or cadmium based paint.  
Disturbance of lead or cadmium painted surfaces or cleanup of damaged/ deteriorated paint 
coatings should only be conducted by properly trained personnel using equipment and methods 
designed for use on lead or cadmium based paint. 

5.0 CONCLUSIONS AND RECOMMENDATIONS 

AKT Peerless was retained to conduct an Asbestos and Hazardous Materials Survey of the 
“Former Ramada Inn,” located at, 4300 West Pierson Road, Flint, Michigan.  The purpose of the 
survey was to identify the location of ACMs and other hazardous materials that will require 
special handling procedures or removal activities before the conduct of general building 
demolition activities.  The following sections of this report summarize the findings of the survey. 
 
5.1 SUMMARY OF IDENTIFIED ASBESTOS CONTAINING MATERIALS  

During the preparation of the Asbestos Survey, AKT Peerless identified 118 homogenous areas 
of suspect ACM in the building.  Based on the materials observed, samples of suspect ACM were 
collected for laboratory analysis.  Materials not sampled were assumed to be asbestos containing.  
Based on the results of the asbestos survey, AKT Peerless identified the following ACMs:  
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Description of ACM HA No. 

ACM Location and 

Functional Space 

(Refer to Attach Maps 

and Tables) 

Approximate 

Quantity 

9”x9" Floor tile – tan (tile only) HA-15 FS-7 Storage 
East Room 112 Square Feet 

Sheet Linoleum – white, small 
stone pattern, on concrete HA-28 FS-9 

Between Bar & Kitchen 120 Square Feet 

Mudded elbows, T's, and hangers, 
on ~1" pipes with fiberglass straight 

run insulation 
HA-32 FS-9 4 Units 

White cloth damper material, on air 
handling units above ceiling HA-33 FS-7, FS-9, FS-11 3 Units 

Electrical Panels, internal 
components and backer board 

(Assumed ACM) 
HA-40 

FS-10 6 Units 

FS-14 7 Units 

Mudded elbows, T's, and hangers 
on ~2"-3" pipes with fiberglass 

straight run insulation 
HA-41 Throughout ground floor, 

FS-4 through FS-11 60 Units 

White ceiling tile – 2’x2’ smooth 
with pinholes, fluffy interior HA-45 FS-11 

Safe Room 56 Square Feet 

Window caulk for 2’x4’ fixed 
windows HA-49 FS-11 

North Exterior Wall 17 Windows 

Window caulk rubbery, 18" x 4’ 
operable window HA-50 FS-11 

North Exterior Wall 2 Windows 

Mudded Roof Drain HA-53 Throughout ground floor, 
FS-4 through FS-11 4 Units 

Mudded elbows, T's, and Hangers, 
on 4" to 8" pipes with fiberglass 

straight run insulation 
HA-54 

Throughout ground 
floor, FS-4 through FS-
11 

26 Units 

Boiler unit, unknown internal 
components, gaskets, etc. 

 (Assumed ACM) 
HA-67 FS-14 Not Estimated 

Fire brick in boiler HA-68 FS-14 144 Square Feet 

Textured ceiling paint, white, thin 
texture, throughout southern portion 

of hotel, hallway and rooms. 
HA-69 Throughout southern 

portion of hotel 
28,544 Square 

Feet 

Textured ceiling paint - thick 
texture, northern portion (addition) 

of hotel 
HA-72 Northern portion 

(addition) of hotel 
20,060 Square 

Feet 
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Description of ACM HA No. 

ACM Location and 

Functional Space 

(Refer to Attach Maps 

and Tables) 

Approximate 

Quantity 

Roofing materials, including tar, 
flashing, and sealant materials 

(Assumed ACM) 
HA-78 Entire Structure Not Estimated 

White textured paint on walls and 
ceiling, on concrete, in southwest, 
central stairwell, and storage room 

next to central stairwell 

HA-82 

Central and Southwest 
Stairwell and Storage 
Room next to Central 

Stairwell in hotel 

5,830 Square Feet 

9"x9" Floor tile, brown/tan with 
black mastic on concrete HA-85 

FS-14 
Laundry & Men’s room 

 
Hotel, ground floor 

bathrooms and storage 
room by pool 

120 Square Feet 

12”x12" Pink floor tile, with 
mastic, on concrete HA-86 FS-14 

Women’s Room 12 Square Feet 

12”x12” White floor tile, with 
mastic, on concrete, Same mastic as 

HA-86 
HA-87 FS-14, 

Women’s Room 12 Square Feet 

Mudded elbows, ~ 1" piping, 
bathrooms, piping all appears to be 
tore out and placed on floor within 
room area, most elbows destroyed, 

crushed, or missing 

HA-90 Hotel, Southern Portion 

82 Elbows 
1 Elbow/debris on 

floor in every 
other room, 

southern portion 
of hotel 

Roof Drains, only observed from 
roof exterior (Assumed ACM) HA-92 Hotel, 

Roof/5th Floor 5 Units 

 
Based on the findings of the site review and sampling, AKT Peerless recommends the following: 

1. If the building is scheduled for demolition, all friable and other regulated ACM must be 
removed in advance of the demolition by a licensed contractor.  Identified materials include, 
but are not limited to: 

 Sheet Linoleum (HA-28) 
 Mudded Elbows, Ts, and Hangers on Pipes (HA-32, HA-41, HA-54, HA-90) 
 White Cloth Damper Material (HA-33) 
 Ceiling Tile (HA-45) 
 Window Caulk (HA-49, HA-50) 
 Roof Drains (HA-53, HA-92) 
 Fire Brick in Boiler (HA-68) 
 Textured Paint Throughout Hotel (HA-69, HA-72, HA-82) 
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2. AKT Peerless recommends that units with un-assessed internal components, including the 
Boiler Unit (HA-67) be evaluated during demolition for the presence of suspect materials.  
Suspect materials may be tested for asbestos content or assumed to be asbestos containing 
and removed by a licensed abatement contractor.  

3. Non-friable roofing, tar, and tar based coatings on the buildings do not require removal ahead 
of demolition unless building materials will be recycled or made friable by the demolition 
activities.  This includes roofing materials, tar, flashing, and sealants (HA-82).  Note that 
these materials were assumed to contain asbestos.  Suspect materials may be tested for 
asbestos content or assumed to be asbestos containing and handled appropriately during the 
demolition activities.  

4. If demolition activities will make the material friable or recycling is planned, the identified 
electrical panels (HA-40) must be removed prior to demolition. 

5. AKT Peerless identified asbestos containing floor tile and associated mastics in the subject 
building.  In general, these materials were classified as damaged but non-friable.  Non-friable 
floor tiles (HA-15, HA-85, HA-86, HA-87) are recommended for removal ahead of 
demolition if substrate materials (concrete) will be recycled.  The floor tiles and mastic are 
required to be abated if the material will be made friable during demolition activities.   

5.2 SUMMARY OF IDENTIFIED OTHER POTENTIALLY HAZARDOUS 

MATERIALS  

During the Hazardous Material Survey, AKT Peerless observed the existence of various types of 
potentially hazardous materials in the building.  In general, these materials were stored in 100-
gallon or smaller containers of various capacities.  An inventory of hazardous building materials 
and containers was prepared and is included in Appendix C. 

AKT Peerless recommends that qualified contractors perform the removal of these materials and 
follow appropriate special handling and disposal measures, which are required before general 
building demolition.  Based on the conditions observed, it is recommended that unknown waste 
materials be sampled and appropriately characterized for waste disposal or recycling purposes. 
 
AKT Peerless collected samples of the oil present within the elevator hydraulic oil reservoirs.  
Laboratory analysis did not detect the presence of PCBs within the oil. 
 
Painted surfaces throughout the subject property are assumed to be lead and cadmium containing.  
Work activities should be conducted in accordance with 29 CFR Lead and Cadmium 
Construction Standards. 

6.0 LIMITATIONS 

The information and opinions obtained in this report are for the exclusive use of the Genesee 
County Land Bank Authority.  No distribution to or reliance by other parties may occur without 
the express written permission of AKT Peerless.  AKT Peerless will not distribute this report 
without your written consent or as required by law or by a Court order.  The information and 
opinions contained in the report are given in light of that assignment.  The report must be 
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reviewed and relied upon only in conjunction with the terms and conditions expressly agreed 
upon by the parties and as limited therein.  Any third parties who have been extended the right to 
rely on the contents of this report by AKT Peerless (which is expressly required prior to any 
third-party release), expressly agrees to be bound by the original terms and conditions entered 
into by AKT Peerless and the Client. 

Subject to the above and the terms and conditions, AKT Peerless accepts responsibility for the 
competent performance of its duties in executing the assignment and preparing reports in 
accordance with the normal standards of the profession, but disclaims any responsibility for 
consequential damages.  Although AKT Peerless believes that results contained herein are 
reliable, AKT Peerless cannot warrant or guarantee that the information provided is exhaustive or 
that the information provided by the Client, Property Owner, or third parties is complete or 
accurate. 
 
 
 
Report prepared by:       
   Ryan T. Londrigan, CHMM 
   Project Manager  
   AKT PEERLESS ENVIRONMENTAL SERVICES 

MIOSHA CSHD Asbestos Inspector Accreditation No. A25728 
 
 
 
Report reviewed by: ________________________ 
   James C. Fox, RPIH 
   Senior Project Manager 
   AKT PEERLESS ENVIRONMENTAL SERVICES 

MIOSHA CSHD Asbestos Inspector/Designer Accreditation No. A3152 
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APPENDIX A 

FUNCTIONAL SPACE AND BULK SAMPLE MATERIAL INVENTORY TABLES 
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CLIENT: GCLBA

PROJECT NO: 7168s

PROJECT NAME: Former Ramanda Inn and Suites, 
4300  West Pierson Road, Flint, Michigan

Functional Space 
No. Description

1 Open block storage area, unfinished southeast portion of the 
building

2 Exterior of the building

3 Bathrooms - mens and womens, next to ballroom/restaurant

4 Hallway outside ballroom between kitchen and restaurant

5 Large Ballroom, south end of building

6 Storage room west of ballroom

7 Conference room, west of kitchen

7 Storage Storage rooms, north of confrence room  

8 Hall outside of conference room between kitchen and 
confrence room

9 Bar/Restaurant

10 Kitchen

11 Office and lobby

12 Pool area, locker room, storage rooms, and open lounge near 
pool

13 Lower level offices between pool and hotel

FUNCTIONAL SPACE LISTING



Page 2 of 2

CLIENT: GCLBA

PROJECT NO: 7168s

PROJECT NAME: Former Ramanda Inn and Suites, 
4300  West Pierson Road, Flint, Michigan

Functional Space 
No. Description

FUNCTIONAL SPACE LISTING

14 Hotel lower level, employee, service, mechanical areas

Hotel Defined by common name of floors and rooms

Notes

NA= Not Applicable



Page 1 of 32

CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

HA-1a NAD

HA-1b NAD

HA-1c NAD

HA-1d NAD

HA-2a NAD

HA-2b NAD

HA-2c NAD

HA-3a NAD

HA-3b NAD

HA-5a NAD

HA-5b NAD

HA-5c NAD

Good

FS-3, FS-4, FS-5

Non-friable

FS-1

< 60SF

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

DamagedNon-friable

Tan Glue behind plaster on 
concrete, SE Doorway

Non-friable

Non-friable~25 LF

NE

NEFS-2 Good-Fair

FS-1 Damaged

HA-1 Exterior Stucco

HA-2 Plaster/Drywall Material Gray

HA-5 Drywall materials

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-3



Page 2 of 32

CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-6a NAD

HA-6b NAD

HA-6c NAD

HA-7a NAD

HA-7b NAD

HA-7c NAD

HA-8a NAD

HA-8b NAD

HA-8c NAD

HA-9a NAD

HA-9b NAD

HA-9c NAD

2x4' White drywall ceiling tile FS-6

2x2' White ceiling tile, bumpy 
acoustic, gray interior

Ceramic tile grout - Gray, 
bathroom walls FS-3 

FS-7, FS-11

HA-8

HA-9

HA-6 2x2' White ceiling tile, gray 
interior, pinholes and squiggly FS-3, FS-4, FS-5 NE Friable

Non-friable

Damaged

NE

DamagedNon-friable

Damaged

Damaged

NE Friable

NEHA-7
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-10a NAD

HA-10b NAD

HA-10c NAD

HA-11 Drywall materials - White, west 
wall HA-11a NAD HS-6 NE Non-friable Damaged

HA-12a NAD

HA-12b NAD

HA-12c NAD

HA-13a NAD

HA-13b NAD

HA-13c NAD

HA-14a NAD

HA14b NAD

HA-14c NAD

Drywall materials

Carpet glue on concrete, yellow FS-7

FS-7, FS-8, FS-7 Storage

FS-6, and Unk

2x2' White ceiling tile, smooth, 
pinholes and squiggly

Exterior wall layer betweeen 
exterior Stucco and interior 

drywall

FS-7, FS-8, FS-7 Storage

HA-10

HA-12

HA-13

HA-14

NE

Non-friable

DamagedNE

NE

Damaged-
Good

DamagedFriable

Non-friable Damaged

Non-friable

NE



Page 4 of 32

CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-15a Tile Chrysotile 7%

HA-15a Mastic NAD

HA-15b Tile Not analyzed

HA-15b Mastic NAD

HA-15c Tile Not analyzed

HA-15c Mastic NAD

HA-16a Tile NAD

HA-16a Mastic NAD

HA-16b Tile NAD

HA-16b Mastic NAD

HA-16c Tile NAD

HA-16c Mastic NAD

9x9" Floor tile - Tan FS-7 Storage, east room

12x12" Floor tile - Gray 112 SF

HA-15

FS-7 Storage, west roomHA-16

Damaged112 SF Non-friable

Non-friable Damaged
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-17a Cove Base NAD

HA-17a Adhesive Chrysotile <1%

HA-17a Adhesive Chrysotile 1.0 % 
Point Count

HA-18a Cove Base NAD

HA-18a Adhesive NAD

HA-19a NAD

HA-19b NAD

HA-19c NAD

HA-20a NAD

HA-20b NAD

HA-20c NAD

Damaged

FS-7 Storage & various

FS-7 Storage, west room

Cove base, gray with glue FS-7 Storage, east room

White paper over foil outside of 
fiberglass pipe wrap

NE

6 LF

HA-18 Cove base, brown with glue

HA-20

FS-7 Storage & various

Black tar paper pipe wrap on 
outside of pipes

HA-19

HA-17 

Friable

DamagedNE

Non-friable

Non-friable

Non-friable

Good

Damaged

NE



Page 6 of 32

CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-21a Tile NAD

HA-21 Mastic NAD

HA-21b Tile NAD

HA-21b Mastic NAD

HA-21c Tile NAD

HA-21c Mastic NAD

HA-22a NAD

HA-22b NAD

HA-22c NAD

HA-23a Tile NAD

HA-23a Adhesive NAD

HA-24a NAD

HA-24b NAD

HA-24c NAD

Damaged

FS-1

FriableNE

Cove Base, Black with glue

Non-friableFS-8

FS-8, West end by exit

Glue, tan, on bottom of gray 
carpet foam

2x2' Ceiling tile - Painted black

NE Good

Damaged

110 SF Non-friable Damaged

Unknown Non-friable

HA-22

FS-9

12x12" Floor tile - Tan

HA-24

HA-23

HA-21
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-25a Joint 
Compound NAD

HA-25a Drywall NAD

HA-25b joint 
compound NAD

HA-25b drywall NAD

HA-25c joint 
compound NAD

HA-25c drywall NAD

HA-26a NAD

HA-26b NAD

HA-26c NAD

HA-27a Cove Base NAD

HA-27a Adhesive NAD

HA-28a Chrysotile 20%

HA-28b Not analyzed

HA-28c Not analyzed

Cove base, black, with brown 
glue

HA-28

Non-friable

NE

Drywall materials

Carpet glue - White and tan 
layer, on concrete FS-9

FS-9

FS-9
Between bar and 

kitchen

FS-9

NE Non-friable

Non-friable

Damaged

Non-friable

NE

Damaged

DamagedSheet linoleum - White small 
stone pattern, on concrete

Damaged

120 SF

HA-27

HA-25

HA-26
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-29a Tile NAD

HA-29a Mastic NAD

HA-29b Tile NAD

HA-29b Mastic NAD

HA-29c Tile NAD

HA-29c Mastic NAD

HA-30a NAD

HA-30b NAD

HA-30c NAD

HA-31a NAD

HA-31b NAD

HA-31c NAD

HA-29

HA-30 120 SF

184 SF

NE

Non-friable

DamagedFriable

FS-9
Between bar and kitchen

12x12" Floor tile - Off white FS-9 
Between bar and kitchen Non-friable Damaged

DamagedRed Sheet Linoleum - Fake 
stone pattern

Roof sandwhich insulation 
material, soft, gray FS-9 and UnkHA-31
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-32a Chrysotile 4%

HA-32a Chrysotile 1.5% 
Point Count

HA-32b N/A  

HA-33
White vibration cloth 

material, on air handling units 
above ceiling

HA-33a Chrysotile 80% FS-7, FS-9, FS-11 3 Units Non-friable Damaged

HA-34a NAD

HA-34b NAD

HA-34c NAD

HA-35a NAD

HA-35b NAD

HA-35c NAD

HA-36a NAD

HA-36b NAD

HA-36c NAD

HA-35

White glue behind paneling 
behind bar FS-9

FS-9

FS-10

FS-10 NE

Damaged

Friable

Brown glue behind wall panels 
in kitchen

NE

NE

Non-friable Damaged

Damaged

Non-friable Damaged

Non-friable

4 units

Mudded elbows, T's, and 
hangers, on ~1" pipes w/ 
fiberglass straight run 

insulation

HA-32

HA-36

HA-34

Glue/mud, tan, behind white tile 
on kitchen walls
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-37a NAD

HA-37b NAD

HA-37c NAD

HA-38a Tile NAD

HA-38a Mastic NAD

HA-38b Tile NAD

HA-38b Mastic NAD

HA-38c Tile NAD

HA-38c Mastic NAD

HA-39a NAD

HA-39b NAD

HA-39c NAD

FS-10 6 Units

FS-14 7 Units

White/burnt black 2x2 ceiling 
tile, drywall material

HA-38 White/off-white 12" floor tile

FS-10

Non-friableNot Sampled Assumed 

Drywall/wallboard material, 
behind paneling & tile

Electrical Panels, internal 
components and backer board

NE

Non-friable Damaged

Damaged

FS-10

Good

Non-friable

NE

296 SF

Non-friable

FS-10

DamagedHA-39

HA-40

HA-37
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-41a Chrysotile 5%

HA-41b Not analyzed

HA-41c Not analyzed

HA-42a Joint 
Compound NAD

HA-42a Drywall NAD

HA-42b Joint 
Compound NAD

HA-42b Drywall NAD

HA-42c Joint 
Compound NAD

HA-42c Drywall NAD

HA-43a NAD

HA-43b NAD

HA-43c NAD

FS-11

60 units

Damaged

Damaged

NE

840 SF

Non-friable

Friable

FS-11

Throughout ground 
floor, FS-4 through FS-

11

2x4' White ceiling tile

Friable Damaged

HA-43

Drywall materialsHA-42

HA-41

Mudded elbows, T's, and 
hangers on ~2"-3" pipes with 

fiberglass straight run 
insulation



Page 12 of 32

CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-44a NAD

HA-44b NAD

HA-44c NAD

HA-45a Chrysotile 4%

HA-45a
Chrysotile 1.5% 
Amosite 1.0% 
Point Count

HA-45b Not analyzed

HA-45b N/A
Point Count

HA-45c Not analyzed

HA-45c N/A
Point Count

HA-46a NAD

HA-46b NAD

HA-46c NAD

FS-11

DamagedFriable

GoodNon-friableNE

Non-friable Damaged

FS-11

FS-11
Safe Room

Sheet linoleum - White with 
paper back, tan glue

HA-45

HA-46 Brown/tan glue behind paneling

HA-44

2'x2' White ceiling tile - 
Smooth with pinholes, fluffy 

interior
56 SF

NE
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-47a NAD

HA-47b NAD

HA-47c NAD

HA-48a NAD

HA-48b NAD

HA-48c NAD

HA-49a Chrysotile 6%

HA-49a Chrysotile 5.5%
Point Count

HA-49b Not analyzed

HA-49c Not analyzed

HA-50a Chrysotile 5%

HA-50a Chrysotile 3.75%
Point Count

HA-50b Not analyzed

HA-50c Not analyzed

FS-11
North Exterior Wall

FS-11 352 SF FriableHA-48

~3'x4' Safe UnitFS-11
Safe Room

Damaged

Non-friable Damaged

Non-friable

HA-49 Window caulk for 2x4' fixed 
windows

HA-50 Window caulk 18" x 4' 
operable window, rubbery

Insulation inside steel safe - 
White fibrous interiorHA-47

Good

Damaged

17 Windows

Friable

2x2' Ceiling tile - White outer 
layer and fiberglass

FS-11
North Exterior Wall 2 Windows
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-51a Cove Base NAD

HA-51a Adhesive NAD

HA-52a NAD

HA-52b No sample

HA-52c NAD

HA-53a Chrysotile 4%, 
Amosite 1%

HA-53b Not analyzed

HA-54a Chrysotile 3%

HA-54b Not analyzed

HA-55a Joint 
Compound NAD

HA-55a Drywall NAD

HA-55b NAD

HA-55c Joint 
Compound NAD

HA-55c Drywall NAD

Damaged

Damaged

Non-friable

Damaged

FS-11
Vending Area NE

FS-12 NE

HA-52

Non-friable

4 units Friable

NEFS-11

HA-55 Drywall materials

Textured paint on drywall

HA-53

Non-friable

Good

Damaged

Friable

Throughout ground 
floor, FS-4 through FS-

11

26 Units

HA-51 Cove base, brown with white 
glue

Mudded roof drain

HA-54

Mudded elbows, T's, and 
Hangers, on 4" to 8" pipes 
with fiberglass straight run 

insulation

Throughout ground 
floor, FS-4 through FS-

11
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-56a NAD

HA-56b NAD

HA-56c NAD

HA-57a NAD

HA-57b NAD

HA-57c NAD

HA--58a Cove Base NAD

HA-58a Adhesive NAD

HA-59a NAD

HA-59b NAD

HA-59c NAD

HA-60a NAD

HA-60b NAD

HA-60c NAD

HA-59

2'x2' Ceiling tile - White, 
smooth with indents

FS-12
Locker rooms NE

FS-12
Locker and storage rooms

FS-12 
Locker rooms NE

NE Non-friable Damaged

FriableNE

Damaged

Damaged

HA-58

HA-57 Tan glue pods in back of mirrors Non-friable

Non-friable

HA-56 2'x4' Ceiling tile - White, pin 
holes and fissures

Cove base - Gray with glue

Brown glue behind paneling

Damaged

Damaged

NE Friable

HA-60 FS-13

FS-12
Pool area
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-61a NAD

HA-61b NAD

HA-61c NAD

HA-62a NAD

HA-62b NAD

HA-62c NAD

HA-63a NAD

HA-63b NAD

HA-63c NAD

FS-13

Non-friable

HA-63 Glue material on concrete - 
Black/yellow, under carpet

HA-61 Drywall materials Damaged

NE Non-friable Damaged

FS-13
East end

7 Windows
~84 LF

NE Non-friable

DamagedHA-62 Caulking around 3'x4' window 
frames on wood, brick, steel FS-13



Page 17 of 32

CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-64a Tile NAD

HA-64a Mastic NAD

HA-64b Tile NAD

HA-64b Mastic NAD

HA-64c Tile NAD

HA-64c Mastic NAD

HA-65a Fiber Board NAD

HA-65a Brown Glue NAD

HA-65b Fiber Board NAD

HA-65b Brown Glue NAD

HA-65c Fiber Board NAD

HA-65c Brown Glue NAD

FS-13
Bathroom Non-friable24 SF Damaged

Non-friable DamagedNE

HA-64 12x12" Floor tile - White

HA-65 Brown glue behind panels in 
bathroom

FS-13
Bathroom
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-66a NAD

HA-66b NAD

HA-66c NAD

HA-67 Boiler unit, unknown internal 
components, gaskets, etc. Not Sampled Assumed FS-14 NE Unknown Good

HA-68a Chrysotile 4%

HA-68b Not analyzed

HA-68c Not analyzed

Brown glue behind 
panels/wallboard, northend

Damaged

Non-friable

Non-friable

FS-13

HA-68 Fire brick in boiler

Damaged

FS-14 144 SF

NEHA-66
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-69a Chrysotile < 1% Rm 230

HA-69a Chrysotile 1.0%
Point Count Rm 230

HA-69b Chrysotile < 1% Rm 330

HA-69b Chrysotile 0.25%
Point Count Rm 330

HA-69c Chrysotile < 1% Rm 501

HA-69c Chrysotile 0.25%
Point Count Rm 501

HA-69d Chrysotile < 1% Hall by Rm 529

HA-69d Chrysotile 0.75%
Point Count Hall by Rm 529

HA-69e Chrysotile < 1% Hall by Rm 212

HA-69e Chrysotile 0.75%
Point Count Hall by Rm 212

HA-69f Chrysotile 0.25%
 Point Count Rm 101

HA-69g Chrysotile 0.25%
Point Count Rm 104

HA-69h Chrysotile Trace
Point Count Rm 121

HA-69i Chrysotile 0.25%
Point Count

2nd Fl. south elevator 
hall

28,544 Non-friable

Textured ceiling paint, white, 
thin texture, throughout 

southern portion of hotel, 
hallwall and rooms

HA-69 Damaged
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-69j Chrysotile 0.50%
Point Count Rm 202

HA-69k Chrysotile 0.25%
Point Count Rm 215

HA-69l Chrysotile Trace
Point Count Rm 322

HA-69m Chrysotile 1.25%
Point Count Rm 332

HA-69n Chrysotile 0.25%
Point Count Hall by Rm 329

HA-69o N/A
Point Count Rm 420

HA-69p N/A
Point Count Rm 424

HA-69q N/A
Point Count Rm 431

HA-69r N/A
Point Count Hall by Rm 522

HA-69s N/A
Point Count Rm 519

HA-69t N/A
Point Count Rm 503

28,544 Non-friable damaged

Textured ceiling paint, white, 
thin texture, throughout 

southern portion of hotel, 
hallwall and rooms

HA-69
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-70a NAD

HA-70b Joint 
Compound Chrysotile < 1%

HA-70b Joint 
Compound

Chrysotile 0.25%
Point Count

HA-70c Joint 
Compound Chrysotile < 1%

HA-70c Joint 
Compound

Chrysotile - Trace
Point Count

HA-70d Joint 
Compound Chrysotile < 1%

HA-70d Joint 
Compound

Chrysotile - Trace
Point Count

HA-71a NAD

HA-71b NAD

HA-71c NAD

HA-71 Tile grout bathroom walls, south 
portion

HA-70 Drywall materials, north and 
south portions of hotel Damaged

Hotel,
South Portion DamagedNE Non-friable

Hotel, 
North and South Portions NE Non-friable
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-72a, Rm 239 Chrysotile 3%

HA-72a, Rm 239 Chrysotile 1.25%
Point Count

HA-72b, Rm 342 Not analyzed

HA-72b, Rm 342 Chrysotile 2%
Point Count

HA-72c, Hall by 
Rm 537 Not analyzed

HA-72c, Hall by 
Rm 537

Chrysotile 2%
Point Count

HA-72d, Hall by 
Rm 540 Not analyzed

HA-72d, Hall by 
Rm 540

Chrysotile 2%
Point Count

HA-72e, Hall by 
130 Not analyzed

HA-72e, Hall by 
130

Chrysotile 3%
Point Count

HA-73a Joint 
Compound NAD

HA-73a Drywall NAD

HA-73b Vinyl Wall 
Covering NAD

HA-73b Drywall NAD

HA-73 Drywall with skim coat, and tar 
paper near bathtubs

HA-72
Textured ceiling paint - thick 

texture, northern portion 
(addition) of hotel

Northern portion 
(addition) 20,060 SF

Hotel, northern portion 
(addition) NE Non-friable

Non-friable Damaged

Damaged
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-74a Cove Base NAD

HA-74a Adhesive NAD

HA-75a NAD

HA-75b NAD

HA-75c NAD

HA-76a Cove Base NAD

HA-76a Adhesive NAD

HA-77a Cove Base NAD

HA-77a Adhesive NAD

HA-78
Roofing materials, including 
membrane, tar, flashing, and 

sealant materials
No Sample Assumed Entire Structure NE Non-friable Good

HA-79 Tan glue behind white foam 
exterior wall HA-79a NAD Hotel,

Southern portion NE Non-friable Good

HA-74

HA-77

HA-76 Cove base, brown, with tan glue

Cove base, off-white, and tan 
glue

HA-75 Glue pods behind drywall on 
brick

Hotel, northern portion 
(addition) NE Non-friable

NEHotel, northern portion 
(addition) Non-friable Damaged

Cove base, light brown, with tan 
glue

Hotel, 
Southern portion Damaged

Damaged

Non-friable

Non-friable Damaged

NE

Hotel, 
Southern portion NE
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-80a Tile NAD

HA-80a Mastic NAD

HA-80b Tile NAD

HA-80b Mastic NAD

HA-80c Tile NAD

HA-80c Mastic NAD

HA-81a Tile NAD

HA-81a Mastic NAD

HA-81b Tile NAD

HA-81b Mastic NAD

HA-81 Tile NAD

HA-81c Mastic NAD

Damaged

DamagedNon-friable

Non-friable
12x12' Tan floor tile with flecks, 

under carpet, black mastic, on 
concrete

Hotel outside south 
elevator and in storage 
room - 3rd floor and 

ground floor northwest 
entrance

12'x12' White floor tile with 
flecks on concrete

Hotel outside south 
elevator, 3rd, 4th, and 5th 

floors

NEHA-81

220 SFHA-80
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-82a, 4th Floor Chrysotile <1%

HA-82a, 4th Floor Chrysotile - Trace
Point Count

HA-82b, 3rd Floor Chrysotile 2%

HA-82b, 3rd Floor Chrysotile 1.0 % 
Point Count

HA-82c, 3rd Floor Not analyzed

HA-82c, 3rd Floor Chrysotile 0.25%
Point Count

HA-82d Chrysotile 0.75%
Point Count

2nd floor, center 
stairway, ceiling.

HA-82e Chrysotile 0.75%
Point Count

1st floor wall, central 
stairwell

HA-82f Chrysotile 1.5%
Point Count

5th floor wall, central 
stairwell

HA-82g N/A
Point Count

5th floor, ceiling, SW 
stairwell

HA-82h N/A
Point Count

4th floor ceiling, SW 
stairwell

HA-82i N/A
Point Count

1st floor, wall, SW 
stairwell

5,830 SF Non-friable Damaged

White textured paint on walls 
and ceiling, on concrete, in 

southwest, central stairwell, 
and storage room next to 

central stairwell

HA-82

Hotel, southwest 
stairwell
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-83a Tile NAD

HA-83a Mastic NAD

HA-83b Tile NAD

HA-83b Mastic NAD

HA-83c Tile NAD

HA-83c Mastic NAD

HA-84a Tile NAD

HA-84a Mastic NAD

HA-84a Tile NAD

HA-84b Mastic NAD

HA-84c Tile NAD

HA-84c Mastic NAD

Damaged

HA-84 12 x12" Floor tile, off-white

HA-83

Non-friable Damaged

Non-friable12x12' Tan floor tile with flecks FS-14, 
Hall NE

FS-14,
Laundry Room 70 SF
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-85a Tile Chrysotile 2%

HA-85a Mastic Chrysotile 4%

HA-85b Not analyzed

HA-85c Not analyzed

HA-86a Tile NAD

HA-86a Mastic Chrysotile 2%

HA-86a Mastic Chrysotile 2.5%
Point Count

HA-86a Tile NAD

HA-86b Mastic Not analyzed

HA-86b Mastic Not analyzed
Point Count

Damaged

Non-friable Damaged

12 SF Non-friable

HA-85

HA-86 12x12" Pink floor tile, with 
mastic, on concrete

FS-14,
Womens Room

9"x9" Floor tile, brown/tan 
with black mastic

FS-14,
Laundry & Mens room

Hotel, ground floor 
bathrooms and storage 

room by pool

120 SF
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-87a Tile NAD

HA-87a Mastic Chrysotile 2%

HA-87a Mastic Chrysotile 0.5%
Point Count

HA-87b Tile NAD

HA-87b Mastic Not analyzed

HA-87b Mastic Chrysotile 0.25%
Point Count

HA-88a NAD

HA-88b NAD

HA-88c NAD

HA-89a NAD

HA-89b NAD

HA-89c NAD

Non-friable Damaged

Friable

HA-89 Brown glue behind paneling Hotel, Room 222 NE

12x12' White floor tile, with 
mastic, on concrete, Same 

mastic as HA-86

FS-14,
Womens Room 12 SF

2x2 White ceiling tile Damaged

Non-friable Damaged

HA-88 FS-14 NE

HA-87
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-90a Chrysotile 6%

HA-90-a Chrysotile 6.25%
Point Count

HA-90b Not analyzed

HA-90b Not analyzed
Point Count

HA-90c Not analyzed

HA-90c Not analyzed
Point Count

HA-91a NAD

HA-91b NAD

HA-91c NAD

HA-92 Roof Drains, only observed 
from roof exterior Not Sampled Assumed Hotel, 

Roof/5th Floor 5 Units Friable Unknown

HA-93a NAD

HA-93b NAD

HA-93c NAD

Non-friable Damaged

Damaged

Friable120 SFHA-93 Ceiling Tile, 2'x2', white, 
textured w/pinholes

FS-11,
Hotel lobby above 
Registration Desk.

NE

Friable

82 Elbows

1 Elbow in 
every other 

room, southern 
portion, 

elbow/debris on 
floor in room

Glue behind wood paneling on 
drywall FS-13

HA-90

Damaged

Mudded elbows, ~ 1" piping, 
bathrooms. Note: Insulation 
materials were improperly 

removed to access metal 
piping for piracy purposes. 

Most elbows were scattered on 
the floor, destroyed, crushed, 

or missing. 

Hotel,
Southern portion

HA-91
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-94 Fire Hose, white cloth HA-94a NAD Ground Floor NE (4 + units) Non-friable Damaged

HA-95 Tile Bed Glue - Jacuzzi/Hot 
Tub, Pink Tile HA-95a NAD All Floors 1,200 SF Non-friable Damaged

HA-96 Jacuzzi/Hot Tub, Pink Tile, 
Mortar, ceramic tile grout HA-96a NAD All Floors 1,200 SF Non-friable Damaged

HA-97a NAD

HA-97b NAD

HA-97c NAD

HA-98a NAD

HA-98b NAD

HA-98c NAD

HA-99a NAD

HA-99b NAD

HA-99c NAD

HA-100 Ceramic tile grout, 12"x12" tile 
floor, gray grout HA-100a NAD FS-11 Restrooms 1,100 SF Non-friable Damaged

HA-101 Ceramic tile grout, 12"x12" tile 
floor, white grout HA-101a NAD FS-11 Restrooms 1,100 SF Non-friable Damaged

Non-friable

Non-friable Damaged

2,870 SF 

Damaged

Ceramic tile grout, 1", tan & 
brown, hotel bathrooms, white 

grout, southern portion
HA-97 Hotel Room Bathrooms, 

south end Non-friable Damaged

Ceramic tile grout, 1"-2", tan & 
brown, hotel bathrooms northern 

portion, gray grout
HA-98 Hotel Room Bathrooms, 

north end

Ceramic Tile Grout, 1"-2", dark 
brown & grayHA-99 2nd Floor Elevator 

Landing 160 SF

1,575 SF
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-102 Ceramic tile grout kitchen walls, 
white/gray grout HA-102a NAD Kitchen 1,500 SF Non-friable Damaged

HA-103 Glue bed, tan, beneath ceramic 
tile on kitchen walls HA-103a NAD Kitchen 1,500 SF Non-friable Damaged

HA-104 Ceramic tile grout, 8" floor tile, 
tan, gray grout HA-104a NAD West side entrance of 

kitchen 18 SF Non-friable Damaged

HA-105 Ceramic tile grout, red 6" floor 
tile, gray grout HA-105a NAD Kitchen 3,000 SF Non-friable Damaged

HA-106 Ceramic tile grout, 12"x12", 
gray grout HA-106a NAD FS-3, Bathroom 800 SF Non-friable Damaged

HA-107 Ceramic tile, gray 12" floor tile, 
gray grout HA-107a NAD FS-7, Bar Area 480 SF Non-friable Damaged

HA-108a NAD

HA-108b NAD

HA-109 Ceramic wall tile grout, 12", 
white bedding HA-109a NAD FS-11, Registration 

Desk/Lobby 120 SF Non-friable Damaged

HA-110 Ceramic floor tile grout, 12", 
pink & blue, gray grout HA-110 NAD FS-12 3200 SF Non-friable Damaged

HA-111 Ceramic tile grout, 12", lt. gray, 
gray grout HA-111a NAD FS-12. north side 700 SF Non-friable Damaged

HA-112 Shower stall tile grout & cement 
board HA-112a NAD FS-12 360 SF Non-friable Damaged

HA-113 Ceramic tile, 12", lt. gray & 
blue, gray grout HA-113a NAD FS-12, Hot Tub Walls 280 SF Non-friable Damaged

HA-114 Ceramic tile, 8", lt. gray, gray 
grout HA-114a NAD FS-12, Hot Tub Floor 60 SF Non-friable Damaged

Non-friable DamagedHA-108 Ceramic floor tile, 12", yellow 
bedding/grout FS-11, Lobby Floor 480 SF
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CLIENT: GCLBA
PROJECT NO: 7168s
PROJECT NAME:

HA No. Material Description Sample Number Asbestos Content Material Location
Approx. 
Quantity Friability Condition

BULK SAMPLE MATERIAL INVENTORY AKT PEERLESS SAMPLES
Former Ramanda

Former Ramada Inn and Suites, 4300 West Pierson Road, Flint, Michigan

HA-115 Ceramic tile w/grout & glue, 4" 
tile, dark blue, white grout HA-115a NAD FS-12, Sauna Entrance 40 SF Non-friable Damaged

HA-116 Ceramic tile grout, 4" tile, lt. 
blue, white grout w/glue HA-116a NAD FS-12, Sauna Entrance 376 SF Non-friable Damaged

HA-117 Ceramic tile grout, 1" tile 
various blues, white/gray grout HA-117a NAD FS-12, Sauna Entrance & 

Shower Floor 111 SF Non-friable Damaged

HA-118 Ceramic tile grout, 2" tile, 
around inside top of pool HA-118a NAD FS-12, Inside of Pool 140 SF Non-friable Damaged

Notes NAD = No Asbestos Detected
FS = Functional Space N/A = Not analyzed
SF = Square Feet CF = Cubic Feet
LF= Linear Feet
Bold = Indicates sample contains > 1% asbestos 
NE = Not Estimated 

ACM = Asbestos Containing Material



 

 

APPENDIX B 
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO
Other - 99%

Exterior Stucco

Cust.   #: 
36943 - 01a

No Asbestos Observed

HA-1 A

HA-1 A
Lab ID #: Cellulose - 1%

Material: 

Asbestos Present:  

Project # 7168s

1

Report To:  

2of

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

Lab ID #: 

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Appearance: 

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cust.   #: 

No Asbestos Observed

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

For Layered Samples, each component will be analyzed and reported separately.

Lab ID #: 

of1

NOAsbestos Present:  36943 - 02

2

36943 - 01

Appearance: 

white,nonfibrous,homogenous

2

Other - 100%

Other - 100%
No Asbestos Observed

NOAsbestos Present:  

2

Material: 
Cust.   #: 

Exterior Stucco
HA-1 B

white,nonfibrous,homogenous

grey,fibrous,homogenousAppearance: 

Material: 

of

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

2 of 2

Asbestos Present:  Cellulose - 2%

No Asbestos Observed
NO Cellulose - 2%

grey,fibrous,homogenous

36943 - 02aLab ID #: 
HA-1 B No Asbestos Observed

Lab ID #: 
Cust.   #: 

1 of

36943 - 04
HA-1 D

1

Asbestos Present:  
HA-1 C
36943 - 03

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Other - 98%

Lab ID #: 

Material: 
Cust.   #: Other - 98%

Exterior Stucco

Cust.   #: 

Appearance: 

NO

Material: 

Appearance: grey,fibrous,homogenous

Asbestos Present:  NO Other - 100%
No Asbestos Observed

Material: Exterior Stucco

Appearance: white,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

36943 - 05
HA-2 ACust.   #: 

Lab ID #: 

Cellulose - 2%Lab ID #: 36943 - 06 Asbestos Present:  NO
No Asbestos Observed Fiberglass - 5%

Material: 
Cust.   #: HA-2 B

Plaster/Drywall Material Other - 93%

1
white,fibrous,homogenous

Robert T.  Letarte Jr., Laboratory Director

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

1 of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Appearance: grey,fibrous,homogenous

Cust.   #: HA-1 D
Cellulose - 2%

Material: 

NOLab ID #: 36943 - 04a Asbestos Present:  
Other - 98%No Asbestos Observed

2 of 2

Asbestos Present:  NO Cellulose - 4%
Fiberglass - 5%No Asbestos Observed

Material: Plaster/Drywall Material Other - 91%

Appearance: white,fibrous,homogenous
1 of 1

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

Lab ID #: Cellulose - 2%NO36943 - 07

Cust.   #: HA-3 A

1

36943 - 09

Behind Plaster

Other - 93%

1 of

Material: 

Other - 98%
NOAsbestos Present:  Cellulose - 2%Lab ID #: 

No Asbestos Observed

of

Asbestos Present:  

36943 - 08

Appearance: white,fibrous,homogenous

Cust.   #: HA-2 C

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Asbestos Present:  

Plaster/Drywall Material
No Asbestos Observed Fiberglass - 5%

1

Material: Tan Glue

Appearance: brown,fibrous,homogenous

NO Cellulose - 2%Lab ID #: 

1

Material: Tan Glue
Cust.   #: HA-3 B No Asbestos Observed Other - 98%

Appearance: brown,fibrous,homogenous
Behind Plaster

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

Appearance: 

No Asbestos Observed

Fiberglass - 5%NOLab ID #: 36943 - 11a Asbestos Present:  

white,fibrous,homogenous
21 of

Joint CompoundMaterial: 
Other - 99%

Appearance: white,nonfibrous,homogenous
On Wall Board

HA-5 A

1 of

Cust.   #: 

Material: 
HA-4 ACust.   #: 

Asbestos Present:  Cellulose - 1%

1

36943 - 10 Other - 100%Lab ID #: Asbestos Present:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cust.   #: HA-5 A

NO
No Asbestos Observed

36943 - 11 NO

White Glue

Lab ID #: 

Material: 

NVLAP Lab Code 102118-0

Drywall
No Asbestos Observed Other - 95%

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

22 of

Robert T.  Letarte Jr., Laboratory Director

Appearance: white,fibrous,homogenous

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

1

Material: Drywall/Tape/Mud

of
Appearance: 

1
white,fibrous,homogenous

Asbestos Present:  
No Asbestos Observed

NO Fiberglass - 5%
Other - 95%

of 22

Lab ID #: 36943 - 13
Cust.   #: HA-5 C

Cust.   #: HA-5 B No Asbestos Observed Other - 95%
Material: Drywall

Appearance: 

Fiberglass - 5%

1 of 2

white,fibrous,homogenous

Lab ID #: 36943 - 12a NOAsbestos Present:  

Appearance: white,fibrous,homogenous

Cust.   #: HA-5 B No Asbestos Observed
NOLab ID #: 36943 - 12 Asbestos Present:  

Other - 98%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cellulose - 2%

Material: Joint Compound

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: grey,fibrous,homogenous

NO Cellulose - 40%
Mineral Wool - 30%
Other - 30%

Appearance: 

Asbestos Present:  
Cust.   #: HA-6 C No Asbestos Observed
Material: White Ceiling Tile

36943 - 16

of 11

Material: White Ceiling Tile

grey,fibrous,homogenous

Other - 30%

NO Cellulose - 40%
Cust.   #: HA-6 B No Asbestos Observed Mineral Wool - 30%
Lab ID #: 36943 - 15 Asbestos Present:  

1 of 1
Appearance: grey,fibrous,homogenous

Mineral Wool - 30%
NO Cellulose - 40%

Cust.   #: 
Lab ID #: 

HA-6 A No Asbestos Observed
Material: White Ceiling Tile Other - 30%

36943 - 14

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Asbestos Present:  

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: white,fibrous,nonhomogenous

NO Cellulose - 20%
Other - 80%

Appearance: 

Asbestos Present:  
Cust.   #: HA-8 B No Asbestos Observed
Material: White Ceiling Tile

36943 - 19

of 11

Material: White Ceiling Tile

white,fibrous,nonhomogenous

NO Cellulose - 20%
Cust.   #: H-8 A No Asbestos Observed Other - 80%
Lab ID #: 36943 - 18 Asbestos Present:  

1 of 1

Other - 99%

Appearance: grey,fibrous,homogenous

HA-7 A No Asbestos Observed
Asbestos Present:  NO Cellulose - 1%

Material: Ceramic Tile Grout - Gray
Cust.   #: 
Lab ID #: 36943 - 17

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: grey,fibrous,homogenous

NO Cellulose - 50%
Fiberglass - 30%
Other - 20%

Appearance: 

Asbestos Present:  
Cust.   #: HA-9 B No Asbestos Observed
Material: White Ceiling Tile

36943 - 22

of 11

Material: White Ceiling Tile

grey,fibrous,homogenous

Other - 20%

NO Cellulose - 50%
Cust.   #: HA-9 A No Asbestos Observed Fiberglass - 30%
Lab ID #: 36943 - 21 Asbestos Present:  

1 of 1

Other - 80%

Appearance: white,fibrous,nonhomogenous

HA-8 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 20%

Material: White Ceiling Tile
Cust.   #: 
Lab ID #: 36943 - 20

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: white,fibrous,nonhomogenous

NO Cellulose - 20%
Other - 80%

Appearance: 

Asbestos Present:  
Cust.   #: HA-10 B No Asbestos Observed
Material: Exterior Wall - Drywall

36943 - 25

of 11

Material: Exterior Wall - Drywall

white,fibrous,nonhomogenous

NO Cellulose - 20%
Cust.   #: HA-10 A No Asbestos Observed Other - 80%
Lab ID #: 36943 - 24 Asbestos Present:  

1 of 1

Fiberglass - 30%

Appearance: grey,fibrous,homogenous

HA-9 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 50%

Material: White Ceiling Tile Other - 20%
Cust.   #: 
Lab ID #: 36943 - 23

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: grey,fibrous,homogenous

NO Cellulose - 40%
Mineral Wool - 30%
Other - 30%

Appearance: 

Asbestos Present:  
Cust.   #: HA-12 A No Asbestos Observed
Material: White Ceiling Tile - Smooth

36943 - 28

of 11

Material: Drywall - White

white,fibrous,nonhomogenous

Other - 75%

NO Cellulose - 20%
Cust.   #: HA-11 A No Asbestos Observed Fiberglass - 5%
Lab ID #: 36943 - 27 Asbestos Present:  

1 of 1

Other - 80%

Appearance: white,fibrous,nonhomogenous

HA-10 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 20%

Material: Exterior Wall - Drywall
Cust.   #: 
Lab ID #: 36943 - 26

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: white,fibrous,nonhomogenous

NO Cellulose - 20%
Other - 80%

Appearance: 

Asbestos Present:  
Cust.   #: HA-13 A No Asbestos Observed
Material: Drywall Mtls

36943 - 31

of 11

Material: White Ceiling Tile - Smooth

grey,fibrous,homogenous

Other - 30%

NO Cellulose - 40%
Cust.   #: HA-12 C No Asbestos Observed Mineral Wool - 30%
Lab ID #: 36943 - 30 Asbestos Present:  

1 of 1

Mineral Wool - 30%

Appearance: grey,fibrous,homogenous

HA-12 B No Asbestos Observed
Asbestos Present:  NO Cellulose - 40%

Material: White Ceiling Tile - Smooth Other - 30%
Cust.   #: 
Lab ID #: 36943 - 29

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 12 of  101



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: beige,fibrous,homogenous

NO Cellulose - 2%
Other - 98%

Appearance: 

Asbestos Present:  
Cust.   #: HA-13 C No Asbestos Observed
Material: Joint Compound

36943 - 33

of 22

Material: Drywall 

white,fibrous,nonhomogenous

NO Cellulose - 20%
Cust.   #: HA-13 B No Asbestos Observed Other - 80%
Lab ID #: 36943 - 32a Asbestos Present:  

1 of 2

Other - 99%

Appearance: grey,fibrous,nonhomogenous

HA-13 B No Asbestos Observed
Asbestos Present:  NO Cellulose - 1%

Material: Joint Compound
Cust.   #: 
Lab ID #: 36943 - 32

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: brown,fibrous,homogenous

NO Cellulose - 3%
Other - 97%

Appearance: 

Asbestos Present:  
Cust.   #: HA-14 B No Asbestos Observed
Material: Carpet Glue - Yellow

36943 - 35

of 11

Material: Carpet Glue - Yellow

brown,fibrous,homogenous

NO Cellulose - 3%
Cust.   #: HA-14 A No Asbestos Observed Other - 97%
Lab ID #: 36943 - 34 Asbestos Present:  

2 of 2

Other - 80%

Appearance: white,fibrous,nonhomogenous

HA-13 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 20%

Material: Drywall
Cust.   #: 
Lab ID #: 36943 - 33a

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

2

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: brown,fibrous,homogenous

NO Cellulose - 2%
Other - 98%

Appearance: 

Asbestos Present:  
Cust.   #: HA-15 A No Asbestos Observed
Material: Mastic

36943 - 37a

of 21

Material: 9x9 Tan Floor Tile

brown,fibrous,homogenous

YES Other - 93%
Cust.   #: HA-15 A Chrysotile - 7%
Lab ID #: 36943 - 37 Asbestos Present:  

1 of 1

Other - 97%

Appearance: brown,fibrous,homogenous

HA-14 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 3%

Material: Carpet Glue - Yellow
Cust.   #: 
Lab ID #: 36943 - 36

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: 

NOT ANALYZED

Appearance: 

Asbestos Present:  
Cust.   #: HA-15 C
Material: 9x9 Tan Floor Tile

36943 - 39

of 22

Material: Mastic

yellow,fibrous,homogenous

NO Cellulose - 2%
Cust.   #: HA-15 B No Asbestos Observed Other - 98%
Lab ID #: 36943 - 38a Asbestos Present:  

1 of 2
Appearance: 

HA-15 B
Asbestos Present:  

Material: 9x9 Tan Floor Tile NOT ANALYZED
Cust.   #: 
Lab ID #: 36943 - 38

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 16 of  101



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

2

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: brown,fibrous,homogenous

NO Cellulose - 1%
Other - 99%

Appearance: 

Asbestos Present:  
Cust.   #: HA-16 A No Asbestos Observed
Material: Mastic

36943 - 40a

of 21

Material: 12x12 Gray Floor Tile

grey,nonfibrous,homogenous

NO Other - 100%
Cust.   #: HA-16 A No Asbestos Observed
Lab ID #: 36943 - 40. Asbestos Present:  

2 of 2

Other - 98%

Appearance: yellow,fibrous,homogenous

HA15 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 2%

Material: Mastic
Cust.   #: 
Lab ID #: 36943 - 39a

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: grey,nonfibrous,homogenous

NO Other - 100%

Appearance: 

Asbestos Present:  
Cust.   #: HA-16 C No Asbestos Observed
Material: 12x12 Gray Floor Tile

36943 - 42

of 22

Material: Mastic

brown,fibrous,homogenous

NO Cellulose - 2%
Cust.   #: HA-16 B No Asbestos Observed Other - 98%
Lab ID #: 36943 - 41a Asbestos Present:  

1 of 2
Appearance: grey,nonfibrous,homogenous

HA-16 B No Asbestos Observed
Asbestos Present:  NO Other - 100%

Material: 12x12 Gray Floor Tile
Cust.   #: 
Lab ID #: 36943 - 41.

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

2

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: brown,fibrous,homogenous

NO Other - 100%

Appearance: 

Asbestos Present:  
Cust.   #: HA-17 A Chrysotile - < 1%
Material: Adhesive

36943 - 43a

of 21

Material: Gray Cove Base

grey,nonfibrous,homogenous

NO Other - 100%
Cust.   #: HA-17 A No Asbestos Observed
Lab ID #: 36943 - 43 Asbestos Present:  

2 of 2

Other - 98%

Appearance: brown,fibrous,homogenous

HA-16 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 2%

Material: Mastic
Cust.   #: 
Lab ID #: 36943 - 42a

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of 1

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

Lab ID #: 

Appearance: white,fibrous,homogenous

NO Cellulose - 80%
Other - 20%

Asbestos Present:  
Cust.   #: HA-19 A No Asbestos Observed

Outside of Fiberglass
Material: White Paper

36943 - 45

of 22
Appearance: 

Material: Adhesive

beige,fibrous,homogenous

NO Cellulose - 2%
Cust.   #: HA-18 A No Asbestos Observed Other - 98%
Lab ID #: 36943 - 44a Asbestos Present:  

1 of 2
Appearance: brown,nonfibrous,homogenous

HA-18 A No Asbestos Observed
Asbestos Present:  NO Other - 100%

Material: Brown Covebase
Cust.   #: 
Lab ID #: 36943 - 44

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

NVLAP Lab Code 102118-0

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Appearance: 

Asbestos Present:  
Cust.   #: HA-20 A

NO Cellulose - 25%
Other - 65%No Asbestos Observed

Lab ID #: 

Appearance: black,fibrous,homogenous

Material: Black Tar Paper

Outside of Fiberglass

36943 - 48

Material: White Paper

white,fibrous,homogenous
11 of

NO Cellulose - 90%
Cust.   #: HA-19 C No Asbestos Observed Other - 10%
Lab ID #: 36943 - 47 Asbestos Present:  

1 of 1

Outside of Fiberglass

Other - 55%

Appearance: white,fibrous,nonhomogenous

HA-19 B No Asbestos Observed
Asbestos Present:  

Material: White Paper

NO Cellulose - 45%
Cust.   #: 
Lab ID #: 36943 - 46

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 21 of  101



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Appearance: white,nonfibrous,homogenous

Material: 12X12 Tan Floor Tile

NO Other - 100%
Cust.   #: HA-21 A No Asbestos Observed
Lab ID #: 36943 - 51 Asbestos Present:  

Cust.   #: HA-20 C

black,fibrous,homogenousAppearance: 

Material: Black Tar Paper

1 of 1

Lab ID #: 36943 - 50 Asbestos Present:  Cellulose - 50%
No Asbestos Observed Other - 50%

1

NO

Lab ID #: 

1 of
Appearance: black,fibrous,homogenous

Cust.   #: 
36943 - 49

Material: Black Tar Paper

NOAsbestos Present:  Cellulose - 40%
HA-20 B No Asbestos Observed

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Other - 60%

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

2

Robert T.  Letarte Jr., Laboratory Director

of 2

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

Appearance: clear,fibrous,homogenous

NOLab ID #: 
Other - 99%

Appearance: 

Asbestos Present:  
Cust.   #: HA-21 B No Asbestos Observed
Material: Mastic

36943 - 52a

of 2

Cellulose - 1%

white,nonfibrous,homogenous

No Asbestos Observed
Lab ID #: NO Other - 100%
Cust.   #: HA-21 B

1

Material: 12X12 Tan Floor Tile

36943 - 52 Asbestos Present:  

2 of 2

Cust.   #: HA-21 A No Asbestos Observed

Appearance: clear,nonfibrous,homogenous

Material: Mastic

Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Lab ID #: 36943 - 51a Asbestos Present:  NO

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: grey,fibrous,nonhomogenous

NO Cellulose - 1%
Other - 99%

Appearance: 

Asbestos Present:  
Cust.   #: HA-22 A No Asbestos Observed
Material: Glue on Foam

36943 - 54

of 22

Material: Mastic

clear,fibrous,homogenous

NO Cellulose - 1%
Cust.   #: HA-21 C No Asbestos Observed Other - 99%
Lab ID #: 36943 - 53a Asbestos Present:  

1 of 2
Appearance: white,nonfibrous,homogenous

HA-21 C No Asbestos Observed
Asbestos Present:  NO Other - 100%

Cust.   #: 
Lab ID #: 36943 - 53

Material: 12X12 Tan Floor Tile

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: black,nonfibrous,homogenous

NO Other - 100%

Appearance: 

Asbestos Present:  
Cust.   #: HA-23 No Asbestos Observed
Material: Black Covebase

36943 - 57

of 11

Material: Glue on Foam

grey,fibrous,homogenous

NO Cellulose - 1%
Cust.   #: HA-22 C No Asbestos Observed Other - 99%
Lab ID #: 36943 - 56 Asbestos Present:  

1 of 1

Other - 99%

Appearance: grey,fibrous,homogenous

HA-22 B No Asbestos Observed
Asbestos Present:  NO Cellulose - 1%

Material: Glue on Foam
Cust.   #: 
Lab ID #: 36943 - 55

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: grey,fibrous,homogenous

NO Cellulose - 45%
Mineral Wool - 30%
Other - 25%

Appearance: 

Asbestos Present:  
Cust.   #: HA-24 B No Asbestos Observed
Material: Ceiling Tile

36943 - 59

of 11

Material: Ceiling Tile

grey,fibrous,homogenous

Other - 25%

NO Cellulose - 45%
Cust.   #: HA-24 A No Asbestos Observed Mineral Wool - 30%
Lab ID #: 36943 - 58 Asbestos Present:  

2 of 2

Other - 99%

Appearance: yellow,fibrous,homogenous

HA-23 No Asbestos Observed
Asbestos Present:  NO Cellulose - 1%

Material: Adhesive
Cust.   #: 
Lab ID #: 36943 - 57a

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

2

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: white,fibrous,nonhomogenous

NO Cellulose - 20%
Other - 80%

Appearance: 

Asbestos Present:  
Cust.   #: HA-25 A No Asbestos Observed
Material: Drywall

36943 - 61a

of 21

Material: Joint Compound

white,fibrous,homogenous

NO Cellulose - 2%
Cust.   #: HA-25 A No Asbestos Observed Other - 98%
Lab ID #: 36943 - 61 Asbestos Present:  

1 of 1

Mineral Wool - 30%

Appearance: grey,fibrous,homogenous

HA-24 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 40%

Material: Ceiling Tile Other - 30%
Cust.   #: 
Lab ID #: 36943 - 60

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: white,fibrous,homogenous

NO Cellulose - 2%
Other - 98%

Appearance: 

Asbestos Present:  
Cust.   #: HA-25 C No Asbestos Observed
Material: Joint Compound

36943 - 63

of 22

Material: Drywall

white,fibrous,nonhomogenous

NO Cellulose - 20%
Cust.   #: HA-25 B No Asbestos Observed Other - 80%
Lab ID #: 36943 - 62a Asbestos Present:  

1 of 2

Other - 98%

Appearance: white,fibrous,homogenous

HA-25 B No Asbestos Observed
Asbestos Present:  NO Cellulose - 2%

Material: Joint Compound
Cust.   #: 
Lab ID #: 36943 - 62

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: white,fibrous,nonhomogenous

NO Cellulose - 1%
Other - 99%

Appearance: 

Asbestos Present:  
Cust.   #: HA-26 B No Asbestos Observed
Material: Carpet Glue

36943 - 65

of 11

Material: Carpet Glue

white,fibrous,nonhomogenous

NO Cellulose - 1%
Cust.   #: HA-26 A No Asbestos Observed Other - 99%
Lab ID #: 36943 - 64 Asbestos Present:  

2 of 2

Other - 80%

Appearance: white,fibrous,nonhomogenous

HA-25 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 20%

Material: Drywall
Cust.   #: 
Lab ID #: 36943 - 63a

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

2

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: brown,fibrous,homogenous

NO Cellulose - 1%
Other - 99%

Appearance: 

Asbestos Present:  
Cust.   #: HA-27 A No Asbestos Observed
Material: Adhesive

36943 - 67a

of 21

Material: Black Covebase

black,nonfibrous,homogenous

NO Other - 100%
Cust.   #: HA-27 A No Asbestos Observed
Lab ID #: 36943 - 67 Asbestos Present:  

1 of 1

Other - 99%

Appearance: white,fibrous,nonhomogenous

HA-26 C No Asbestos Observed
Asbestos Present:  NO Cellulose - 1%

Material: Carpet Glue
Cust.   #: 
Lab ID #: 36943 - 66

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

Lab ID #: 

Appearance: 

NOT ANALYZED

Appearance: 

Asbestos Present:  
Cust.   #: HA-28 C
Material: Sheet Linoleum

36943 - 70

of

Material: Sheet Linoleum NOT ANALYZED
Cust.   #: HA-28 B
Lab ID #: 36943 - 69 Asbestos Present:  

1 of 1

Other - 70%

Appearance: brown,fibrous,nonhomogenous

HA-28 A Chrysotile - 20%
Asbestos Present:  YES Cellulose - 10%

Material: Sheet Linoleum
Cust.   #: 
Lab ID #: 36943 - 68

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: white,nonfibrous,homogenous

NO Other - 100%

Appearance: 

Asbestos Present:  
Cust.   #: HA-29 B No Asbestos Observed
Material: 12x12 Off-White Floor Tile

36943 - 72

of 22

Material: Mastic

brown,nonfibrous,homogenous

NO Other - 100%
Cust.   #: HA-29 A No Asbestos Observed
Lab ID #: 36943 - 71a Asbestos Present:  

1 of 2
Appearance: white,nonfibrous,homogenous

HA-29 A No Asbestos Observed
Asbestos Present:  NO Other - 100%

Material: 12x12 Off-White Floor Tile
Cust.   #: 
Lab ID #: 36943 - 71

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

2

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

2

Lab ID #: 

Appearance: brown,fibrous,homogenous

NO Cellulose - 2%
Other - 98%

Appearance: 

Asbestos Present:  
Cust.   #: HA-29 C No Asbestos Observed
Material: Mastic

36943 - 73a

of 21

Material: 12x12 Off-White Floor Tile

white,nonfibrous,homogenous

NO Other - 100%
Cust.   #: HA-29 C No Asbestos Observed
Lab ID #: 36943 - 73 Asbestos Present:  

2 of 2

Other - 98%

Appearance: brown,fibrous,homogenous

HA-29 B No Asbestos Observed
Asbestos Present:  NO Cellulose - 2%

Material: Mastic
Cust.   #: 
Lab ID #: 36943 - 72a

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: red,fibrous,nonhomogenous

NO Cellulose - 10%
Fiberglass - 10%
Other - 80%

Appearance: 

Asbestos Present:  
Cust.   #: HA-30 C No Asbestos Observed
Material: Red Sheet Linoleum

36943 - 76

of 11

Material: Red Sheet Linoleum

red,fibrous,nonhomogenous

Other - 80%

NO Cellulose - 10%
Cust.   #: HA-30 B No Asbestos Observed Fiberglass - 10%
Lab ID #: 36943 - 75 Asbestos Present:  

1 of 1

Fiberglass - 10%

Appearance: red,fibrous,nonhomogenous

HA-30 A No Asbestos Observed
Asbestos Present:  NO Cellulose - 10%

Material: Red Sheet Linoleum Other - 80%
Cust.   #: 
Lab ID #: 36943 - 74

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: brown,fibrous,homogenous

NO Cellulose - 50%
Mineral Wool - 20%
Other - 30%

Appearance: 

Asbestos Present:  
Cust.   #: HA-31 C No Asbestos Observed
Material: Roof Insulation

36943 - 79

of 11

Material: Roof Insulation

brown,fibrous,homogenous

Other - 30%

NO Cellulose - 50%
Cust.   #: HA-31 B No Asbestos Observed Mineral Wool - 20%
Lab ID #: 36943 - 78 Asbestos Present:  

1 of 1

Mineral Wool - 20%

Appearance: brown,fibrous,homogenous

HA-31 A No Asbestos Observed
Asbestos Present:  NO Cellulose - 50%

Material: Roof Insulation Other - 30%
Cust.   #: 
Lab ID #: 36943 - 77

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: white,fibrous,homogenous

YES Other - 20%

Appearance: 

Asbestos Present:  
Cust.   #: HA-33 A Chrysotile - 80%
Material: White Dampner 

36943 - 82

of

Material: Pipe Insulation NOT ANALYZED
Cust.   #: HA-32 B
Lab ID #: 36943 - 81 Asbestos Present:  

1 of 1

Other - 56%

Appearance: white,fibrous,homogenous

HA-32 A Chrysotile - 4%
Asbestos Present:  YES Mineral Wool - 40%

Material: Pipe Insulation
Cust.   #: 
Lab ID #: 36943 - 80

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: white,fibrous,homogenous

NO Cellulose - 3%
Other - 97%

Appearance: 

Asbestos Present:  
Cust.   #: HA-34 C No Asbestos Observed
Material: White Glue

36943 - 85

of 11

Material: White Glue

white,fibrous,homogenous

NO Cellulose - 3%
Cust.   #: HA-34 B No Asbestos Observed Other - 97%
Lab ID #: 36943 - 84 Asbestos Present:  

1 of 1

Other - 97%

Appearance: white,fibrous,homogenous

HA-34 A No Asbestos Observed
Asbestos Present:  NO Cellulose - 3%

Material: White Glue
Cust.   #: 
Lab ID #: 36943 - 83

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

1

Lab ID #: 

Appearance: brown,fibrous,homogenous

NO Cellulose - 2%
Other - 98%

Appearance: 

Asbestos Present:  
Cust.   #: HA-35 C No Asbestos Observed
Material: Brown Glue

36943 - 88

of 11

Material: Brown Glue

brown,fibrous,homogenous

NO Cellulose - 2%
Cust.   #: HA-35 B No Asbestos Observed Other - 98%
Lab ID #: 36943 - 87 Asbestos Present:  

1 of 1

Other - 98%

Appearance: brown,fibrous,homogenous

HA-35 A No Asbestos Observed
Asbestos Present:  NO Cellulose - 2%

Material: Brown Glue
Cust.   #: 
Lab ID #: 36943 - 86

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1

Robert T.  Letarte Jr., Laboratory Director

of 1

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

Lab ID #: 

Appearance: brown,fibrous,nonhomogenous

NO Cellulose - 5%
Other - 95%

Asbestos Present:  
Cust.   #: HA-36 C No Asbestos Observed
Material: Glue/Mud

36943 - 91

of 11
Appearance: 

Material: Glue/Mud

brown,fibrous,nonhomogenous

NO Cellulose - 5%
Cust.   #: HA-36 B No Asbestos Observed Other - 95%
Lab ID #: 36943 - 90 Asbestos Present:  

1 of 1

Other - 95%

Appearance: brown,fibrous,nonhomogenous

Ha-36 A No Asbestos Observed
Asbestos Present:  NO Cellulose - 5%

Material: Glue/Mud
Cust.   #: 
Lab ID #: 36943 - 89

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

NVLAP Lab Code 102118-0

For Layered Samples, each component will be analyzed and reported separately.

Other - 70%

1 of 1

Appearance: 

Asbestos Present:  
Cust.   #: HA-37 C

NO Cellulose - 20%
Fiberglass - 10%No Asbestos Observed

Lab ID #: 

Appearance: white,fibrous,nonhomogenous

Other - 70%

Material: 

36943 - 94

Material: 

white,fibrous,nonhomogenous
11 of

NO Cellulose - 20%
Cust.   #: HA-37 B No Asbestos Observed Fiberglass - 10%
Lab ID #: 36943 - 93 Asbestos Present:  

1 of 1

Fiberglass - 10%

Appearance: white,fibrous,nonhomogenous

HA-37 A No Asbestos Observed
Asbestos Present:  

Material: Other - 70%

NO Cellulose - 20%
Cust.   #: 
Lab ID #: 36943 - 92

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Appearance: white,nonfibrous,homogenous

Material: 12x12 White Floor Tile

NO Other - 100%
Cust.   #: HA-38 B No Asbestos Observed
Lab ID #: 36943 - 96 Asbestos Present:  

Cust.   #: HA-38 A

brown,fibrous,homogenousAppearance: 

Material: Mastic

2 of 2

Lab ID #: 36943 - 95a Asbestos Present:  Cellulose - 2%
No Asbestos Observed Other - 98%

2

NO

Lab ID #: 

1 of
Appearance: white,fibrous,homogenous

Cust.   #: 
36943 - 95

Material: 12x12 White Floor Tile

NOAsbestos Present:  Cellulose - 1%
HA-38 A No Asbestos Observed

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Other - 99%

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  22 of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Appearance: yellow,fibrous,homogenous

Cust.   #: HA-38 C No Asbestos Observed Other - 98%
Material: Mastic

Lab ID #: 36943 - 97a Asbestos Present:  NO Cellulose - 2%

of 21
Appearance: white,nonfibrous,homogenous

Other - 100%
Cust.   #: HA-38 C No Asbestos Observed
Material: 12x12 White Floor Tile

2 of 2

Lab ID #: 36943 - 97 Asbestos Present:  NO

Material: 

Appearance: brown,fibrous,homogenous

Cust.   #: HA-38 B No Asbestos Observed Other - 98%
Asbestos Present:  NO

Mastic

Cellulose - 2%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Lab ID #: 36943 - 96a

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  11 of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Appearance: white,fibrous,nonhomogenous

Cust.   #: HA-39 C No Asbestos Observed Fiberglass - 10%
Material: Drywall/Wallboard Other - 70%

Lab ID #: 36943 - 100 Asbestos Present:  NO Cellulose - 20%

of 11
Appearance: white,fibrous,homogenous

Material: Drywall/Wallboard
Cust.   #: HA-39 B No Asbestos Observed Other - 90%

of 1

Fiberglass - 10%

1

Lab ID #: 36943 - 99 Asbestos Present:  NO

36943 - 98

Appearance: white,fibrous,homogenous

Material: Drywall/Wallboard
Other - 90%

NO
Cust.   #: HA-39 A No Asbestos Observed

Asbestos Present:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Fiberglass - 10%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Appearance: 

Cust.   #: HA-41 C
Material: Mudded Pipe Elbows NOT ANALYZED

Lab ID #: 36943 - 103 Asbestos Present:  

of
Appearance: 

Material: Mudded Pipe Elbows NOT ANALYZED
Cust.   #: HA-41 B

of 11

Lab ID #: 36943 - 102 Asbestos Present:  

36943 - 101

Appearance: grey,fibrous,homogenous

Material: Mudded Pipe Elbows
Other - 65%

YES
Cust.   #: HA-41 A Chrysotile - 5%

Asbestos Present:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Mineral Wool - 30%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  21 of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Appearance: beige,fibrous,nonhomogenous

Cust.   #: HA-42 B No Asbestos Observed Fiberglass - 10%
Material: Vinyl / Glue Other - 35%

Lab ID #: 36943 - 105 Asbestos Present:  NO Cellulose - 55%

of 22
Appearance: white,fibrous,nonhomogenous

Material: Drywall
Cust.   #: HA-42 A No Asbestos Observed Other - 80%

of 2

Cellulose - 20%

1

Lab ID #: 36943 - 104a Asbestos Present:  NO

36943 - 104

Appearance: white,fibrous,homogenous

Material: Joint Compound
Other - 98%

NO
Cust.   #: HA-42 A No Asbestos Observed

Asbestos Present:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cellulose - 2%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  22 of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Appearance: white,fibrous,nonhomogenous

Cust.   #: HA-42 C No Asbestos Observed Other - 80%
Material: Drywall

Lab ID #: 36943 - 106a Asbestos Present:  NO Cellulose - 20%

of 21
Appearance: white,fibrous,homogenous

Material: Joint Compound
Cust.   #: HA-42 C No Asbestos Observed Other - 98%

of 2

Cellulose - 2%

2

Lab ID #: 36943 - 106 Asbestos Present:  NO

36943 - 105a

Appearance: white,fibrous,nonhomogenous

Material: Drywall
Other - 80%

NO
Cust.   #: HA-42 B No Asbestos Observed

Asbestos Present:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cellulose - 20%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  11 of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Appearance: grey,fibrous,homogenous

Cust.   #: HA-43 C No Asbestos Observed Mineral Wool - 30%
Material: White Ceiling Tile Other - 30%

Lab ID #: 36943 - 109 Asbestos Present:  NO Cellulose - 40%

of 11
Appearance: grey,fibrous,homogenous

Material: White Ceiling Tile Other - 30%
Cust.   #: HA-43 B No Asbestos Observed Mineral Wool - 30%

of 1

Cellulose - 40%

1

Lab ID #: 36943 - 108 Asbestos Present:  NO

36943 - 107

Appearance: grey,fibrous,homogenous

Material: White Ceiling Tile Other - 30%
Mineral Wool - 30%

NO
Cust.   #: HA-43 A No Asbestos Observed

Asbestos Present:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cellulose - 40%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  11 of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Appearance: white,fibrous,nonhomogenous

Cust.   #: HA-44 C No Asbestos Observed Fiberglass - 10%
Material: Sheet Linoleum Other - 80%

Lab ID #: 36943 - 112 Asbestos Present:  NO Cellulose - 10%

of 11
Appearance: white,fibrous,nonhomogenous

Material: Sheet Linoleum Other - 80%
Cust.   #: HA-44 B No Asbestos Observed Fiberglass - 10%

of 1

Cellulose - 10%

1

Lab ID #: 36943 - 111 Asbestos Present:  NO

36943 - 110

Appearance: white,fibrous,nonhomogenous

Material: Sheet Linoleum Other - 80%
Fiberglass - 10%

NO
Cust.   #: HA-44 A No Asbestos Observed

Asbestos Present:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cellulose - 10%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Appearance: 

Cust.   #: HA-45 C
Material: White Ceiling Tile NOT ANALYZED

Lab ID #: 36943 - 115 Asbestos Present:  

of
Appearance: 

Material: White Ceiling Tile NOT ANALYZED
Cust.   #: HA-45 B

of 11

Lab ID #: 36943 - 114 Asbestos Present:  

36943 - 113

Appearance: white,fibrous,homogenous

Material: White Ceiling Tile Other - 30%
Mineral Wool - 60%

YES
Cust.   #: HA-45 A Chrysotile - 4%

Asbestos Present:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cellulose - 6%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  of 1

NVLAP Lab Code 102118-0

For Layered Samples, each component will be analyzed and reported separately.

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Appearance: brown,nonfibrous,homogenous
1

Cust.   #: HA-46 C No Asbestos Observed
Material: Brown/Tan Glue

Lab ID #: 36943 - 118 Asbestos Present:  NO Other - 100%

of 11
Appearance: brown,nonfibrous,homogenous

Material: Brown/Tan Glue
Cust.   #: HA-46 B No Asbestos Observed

of 1

Other - 100%

1

Lab ID #: 36943 - 117 Asbestos Present:  NO

36943 - 116

Appearance: brown,nonfibrous,homogenous

Material: Brown/Tan Glue

NO
Cust.   #: HA-46 A No Asbestos Observed

Asbestos Present:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Other - 100%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

No Asbestos Observed Other - 96%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Lab ID #: 

Cellulose - 4%

1
Appearance: 

Other - 96%
Lab ID #: 36943 - 120 Asbestos Present:  NO
Cust.   #: HA-47 B

1

No Asbestos Observed

Cust.   #: HA-47C
36943 - 121 Asbestos Present:  NO

Robert T.  Letarte Jr., Laboratory Director

Material: White Fibrous Mtls

of

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

Appearance: 
1

Lab ID #: 

36943 - 119 NO Cellulose - 4%Asbestos Present:  

Material: White Fibrous Mtls

Appearance: white,fibrous,homogenous

Material: White Fibrous Mtls

white,fibrous,homogenous

Cust.   #: HA-47 A

1 of

Cellulose - 4%
No Asbestos Observed Other - 96%

1 of 1

white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

No Asbestos Observed Other - 10%
Lab ID #: 36943 - 123 Asbestos Present:  NO
Cust.   #: HA-48 B
Material: 

Fiberglass - 90%

White Ceiling Tile

Fiberglass - 90%
No Asbestos Observed Other - 10%

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

36943 - 124

Lab ID #: 
HA-48 A

Appearance: yellow,fibrous,nonhomogenous

36943 - 122

Material: White Ceiling Tile
Cust.   #: 

NOAsbestos Present:  Fiberglass - 90%
No Asbestos Observed Other - 10%

1 of 1

Appearance: yellow,fibrous,nonhomogenous
1 of

Appearance: yellow,fibrous,nonhomogenous

Cust.   #: 
Material: 

Lab ID #: 

1

Asbestos Present:  NO
HA-48 C
White Ceiling Tile

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cust.   #: 
Lab ID #: 36943 - 126 Asbestos Present:  

NOT ANALYZED

NOT ANALYZEDMaterial: 

36943 - 127Lab ID #: 

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

Window Caulk

For Layered Samples, each component will be analyzed and reported separately.

of

Robert T.  Letarte Jr., Laboratory Director

Appearance: 

Appearance: 

HA-49 B
Window CaulkMaterial: 

Lab ID #: 36943 - 125 Other - 94%Asbestos Present:  YES
Chrysotile - 6%Cust.   #: HA-49 A

Material: 

Appearance: beige,fibrous,homogenous
1 of 1

Window Caulk

Asbestos Present:  
Cust.   #: HA-49 C

of

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

Lab ID #: 36943 - 128

1 of 1

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Other - 93%
Cust.   #: HA-50 A Chrysotile - 5%

Cellulose - 1%Asbestos Present:  YES

Appearance: silver,fibrous,nonhomogenous

Material: 
Fiberglass - 1%

Window Caulk

Material: Window Caulk NOT ANALYZED

Lab ID #: 36943 - 129 Asbestos Present:  
Cust.   #: HA50 B

of

Asbestos Present:  

Appearance: 

Material: Window Caulk NOT ANALYZED
Cust.   #: HA-50 C
Lab ID #: 36943 - 130

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Brown Covebase

Lab ID #: 36943 - 131 Asbestos Present:  
Cust.   #: HA-51 A No Asbestos Observed Other - 99%

Appearance: brown,fibrous,homogenous

NO Other - 100%

Material: Adhesive

1 of 2

Lab ID #: 36943 - 131a Asbestos Present:  
Cust.   #: HA-51 A No Asbestos Observed

of 22

Asbestos Present:  

yellow,nonfibrous,homogenousAppearance: 

Material: Paint on Drywall

NO Wollastonite - 5%
Cust.   #: HA-52 A No Asbestos Observed Other - 95%
Lab ID #: 36943 - 132

Appearance: beige,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Paint on Drywall NO SAMPLE RECEIVED

Lab ID #: 36943 - 133 Asbestos Present:  
Cust.   #: HA-52 B

Appearance: 

NO Wollastonite - 5%

Material: Paint on Drywall

of

Other - 95%
Lab ID #: 36943 - 134 Asbestos Present:  
Cust.   #: HA-52 C No Asbestos Observed

of 11

Asbestos Present:  

beige,fibrous,homogenousAppearance: 

Material: Mudded Roof Amosite - 1%

YES Mineral Wool - 30%
Cust.   #: HA-53 A Chrysotile - 4% Other - 65%
Lab ID #: 36943 - 135

Appearance: grey,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Mudded Roof NOT ANALYZED

Lab ID #: 36943 - 136 Asbestos Present:  
Cust.   #: HA-53 B

Appearance: 

YES Mineral Wool - 40%

Material: Mudded Elbows

of

Other - 52%
Lab ID #: 36943 - 137 Asbestos Present:  
Cust.   #: HA-54 A Chrysotile - 3%

of 11

Asbestos Present:  

grey,fibrous,homogenousAppearance: 

Material: Mudded Elbows NOT ANALYZED
Cust.   #: HA-54 B
Lab ID #: 36943 - 138

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 2%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Joint Compound

Lab ID #: 36943 - 139 Asbestos Present:  
Cust.   #: HA-55 A No Asbestos Observed Other - 98%

Appearance: white,fibrous,homogenous

NO Cellulose - 20%

Material: Drywall

1 of 2

Other - 80%
Lab ID #: 36943 - 139a Asbestos Present:  
Cust.   #: HA-55 A No Asbestos Observed

of 22

Asbestos Present:  

white,fibrous,nonhomogenousAppearance: 

Material: Drywall

NO Cellulose - 20%
Cust.   #: HA-55 B No Asbestos Observed Other - 80%
Lab ID #: 36943 - 140

Appearance: white,fibrous,nonhomogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 2%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Joint Compound

Lab ID #: 36943 - 141 Asbestos Present:  
Cust.   #: HA-55 C No Asbestos Observed Other - 98%

Appearance: white,fibrous,homogenous

NO Cellulose - 20%

Material: Drywall

1 of 2

Other - 80%
Lab ID #: 36943 - 141a Asbestos Present:  
Cust.   #: HA-55 C No Asbestos Observed

Other - 30%

of 22

Asbestos Present:  

white,fibrous,nonhomogenousAppearance: 

Material: White Ceiling Tile

NO Cellulose - 40%
Cust.   #: HA-56 A No Asbestos Observed Mineral Wool - 30%
Lab ID #: 36943 - 142

Appearance: grey,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 40%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: White Ceiling Tile Other - 30%

Lab ID #: 36943 - 143 Asbestos Present:  
Cust.   #: HA-56 B No Asbestos Observed Mineral Wool - 30%

Appearance: grey,fibrous,homogenous

NO Cellulose - 40%

Material: White Ceiling Tile Other - 30%

1 of 1

Mineral Wool - 30%
Lab ID #: 36943 - 144 Asbestos Present:  
Cust.   #: HA-56 C No Asbestos Observed

of 11

Asbestos Present:  

grey,fibrous,homogenousAppearance: 

Material: Tan Glue Pod

NO Cellulose - 1%
Cust.   #: HA-57 A No Asbestos Observed Other - 99%
Lab ID #: 36943 - 145

Appearance: brown,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Tan Glue Pod

Lab ID #: 36943 - 146 Asbestos Present:  
Cust.   #: HA-57 B No Asbestos Observed Other - 99%

Appearance: brown,fibrous,homogenous

NO Other - 100%

Material: Gray Cove Base

1 of 1

Lab ID #: 36943 - 147 Asbestos Present:  
Cust.   #: HA-58 A No Asbestos Observed

of 21

Asbestos Present:  

grey,nonfibrous,homogenousAppearance: 

Material: Adhesive

NO Cellulose - 2%
Cust.   #: HA-58 A No Asbestos Observed Other - 98%
Lab ID #: 36943 - 147a

Appearance: white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Brown Glue

Lab ID #: 36943 - 148 Asbestos Present:  
Cust.   #: HA-59 A No Asbestos Observed Other - 99%

Appearance: brown,fibrous,homogenous

NO Cellulose - 2%

Material: Brown Glue

1 of 1

Other - 98%
Lab ID #: 36943 - 149 Asbestos Present:  
Cust.   #: HA-59 B No Asbestos Observed

of 11

Asbestos Present:  

brown,fibrous,homogenousAppearance: 

Material: Brown Glue

NO Cellulose - 1%
Cust.   #: HA-59 C No Asbestos Observed Other - 99%
Lab ID #: 36943 - 150

Appearance: brown,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 90%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: White Ceiling Tile

Lab ID #: 36943 - 151 Asbestos Present:  
Cust.   #: HA-60 A No Asbestos Observed Other - 10%

Appearance: brown,fibrous,homogenous

NO Cellulose - 90%

Material: White Ceiling Tile

1 of 1

Other - 10%
Lab ID #: 36943 - 152 Asbestos Present:  
Cust.   #: HA-60 B No Asbestos Observed

of 11

Asbestos Present:  

brown,fibrous,homogenousAppearance: 

Material: White Ceiling Tile

NO Cellulose - 90%
Cust.   #: HA-60 C No Asbestos Observed Other - 10%
Lab ID #: 36943 - 153

Appearance: brown,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 20%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Drywall

Lab ID #: 36943 - 154 Asbestos Present:  
Cust.   #: HA-61 A No Asbestos Observed Other - 80%

Appearance: white,fibrous,nonhomogenous

NO Cellulose - 20%

Material: Drywall

1 of 1

Other - 80%
Lab ID #: 36943 - 155 Asbestos Present:  
Cust.   #: HA-61 B No Asbestos Observed

of 11

Asbestos Present:  

white,fibrous,nonhomogenousAppearance: 

Material: Drywall

NO Cellulose - 20%
Cust.   #: HA-61 C No Asbestos Observed Other - 80%
Lab ID #: 36943 - 156

Appearance: white,fibrous,nonhomogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Window Caulk

Lab ID #: 36943 - 157 Asbestos Present:  
Cust.   #: HA-62 A No Asbestos Observed Other - 99%

Appearance: grey,fibrous,homogenous

NO Cellulose - 1%

Material: Window Caulk

1 of 1

Other - 99%
Lab ID #: 36943 - 158 Asbestos Present:  
Cust.   #: HA-62 B No Asbestos Observed

of 11

Asbestos Present:  

grey,fibrous,homogenousAppearance: 

Material: Window Caulk

NO Cellulose - 1%
Cust.   #: HA-62 C No Asbestos Observed Other - 99%
Lab ID #: 36943 - 159

Appearance: grey,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 2%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Glue on Conc.

Lab ID #: 36943 - 160 Asbestos Present:  
Cust.   #: HA-63 A No Asbestos Observed Other - 98%

Appearance: yellow,fibrous,homogenous

NO Cellulose - 2%

Material: Glue on Conc.

1 of 1

Other - 98%
Lab ID #: 36943 - 161 Asbestos Present:  
Cust.   #: HA-63 B No Asbestos Observed

of 11

Asbestos Present:  

yellow,fibrous,homogenousAppearance: 

Material: Glue on Conc.

NO Cellulose - 2%
Cust.   #: HA-63 C No Asbestos Observed Other - 98%
Lab ID #: 36943 - 162

Appearance: yellow,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: 12x12 White Floor Tile

Lab ID #: 36943 - 163 Asbestos Present:  
Cust.   #: HA-64 A No Asbestos Observed

Appearance: white,nonfibrous,homogenous

NO Cellulose - 2%

Material: Mastic

1 of 2

Other - 98%
Lab ID #: 36943 - 163a Asbestos Present:  
Cust.   #: HA-64 A No Asbestos Observed

of 22

Asbestos Present:  

yellow,fibrous,homogenousAppearance: 

Material: 12x12 White Floor Tile

NO Other - 100%
Cust.   #: HA-64 B No Asbestos Observed
Lab ID #: 36943 - 164

Appearance: white,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Mastic

Lab ID #: 36943 - 164a Asbestos Present:  
Cust.   #: HA-64 B No Asbestos Observed Other - 99%

Appearance: yellow,fibrous,homogenous

NO Cellulose - 1%

Material: 12x12 White Floor Tile

2 of 2

Other - 99%
Lab ID #: 36943 - 165 Asbestos Present:  
Cust.   #: HA-64 C No Asbestos Observed

of 21

Asbestos Present:  

white,fibrous,homogenousAppearance: 

Material: Mastic

NO Cellulose - 2%
Cust.   #: HA-64 C No Asbestos Observed Other - 98%
Lab ID #: 36943 - 165a

Appearance: yellow,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 80%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Fiberboard

Lab ID #: 36943 - 166 Asbestos Present:  
Cust.   #: HA-65 A No Asbestos Observed Other - 20%

Appearance: brown,fibrous,homogenous

NO Cellulose - 2%

Material: Brown Glue

1 of 2

Other - 98%
Lab ID #: 36943 - 166a Asbestos Present:  
Cust.   #: HA-65 A No Asbestos Observed

of 22

Asbestos Present:  

brown,fibrous,homogenousAppearance: 

Material: Fiberboard

NO Cellulose - 80%
Cust.   #: HA-65 B No Asbestos Observed Other - 20%
Lab ID #: 36943 - 167

Appearance: brown,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Brown Glue

Lab ID #: 36943 - 167a Asbestos Present:  
Cust.   #: HA-65 B No Asbestos Observed Other - 99%

Appearance: brown,fibrous,homogenous

NO Cellulose - 80%

Material: Fiberboard

2 of 2

Other - 20%
Lab ID #: 36943 - 168 Asbestos Present:  
Cust.   #: HA-65 C No Asbestos Observed

of 21

Asbestos Present:  

brown,fibrous,homogenousAppearance: 

Material: Brown Glue

NO Cellulose - 2%
Cust.   #: HA-65 C No Asbestos Observed Other - 98%
Lab ID #: 36943 - 168a

Appearance: brown,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Brown Glue

Lab ID #: 36943 - 169 Asbestos Present:  
Cust.   #: HA-66 A No Asbestos Observed Other - 99%

Appearance: brown,fibrous,homogenous

NO Cellulose - 1%

Material: Brown Glue

1 of 1

Other - 99%
Lab ID #: 36943 - 170 Asbestos Present:  
Cust.   #: HA-66 B No Asbestos Observed

of 11

Asbestos Present:  

brown,fibrous,homogenousAppearance: 

Material: Brown Glue

NO Cellulose - 1%
Cust.   #: HA-66 C No Asbestos Observed Other - 99%
Lab ID #: 36943 - 171

Appearance: brown,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

YES Fiberglass - 3%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Fire Brick

Lab ID #: 36943 - 172 Asbestos Present:  
Cust.   #: HA-68 A Chrysotile - 4% Other - 93%

Appearance: beige,fibrous,homogenous

Material: Fire Brick NOT ANALYZED

1 of 1

Lab ID #: 36943 - 173 Asbestos Present:  
Cust.   #: HA-68 B

of

Asbestos Present:  

Appearance: 

Material: Fire Brick NOT ANALYZED
Cust.   #: HA-68 C
Lab ID #: 36943 - 174

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Fiberglass - 2%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Textured Ceiling

Lab ID #: 36943 - 175 Asbestos Present:  
Cust.   #: HA-69 A Chrysotile - < 1% Other - 98%

Appearance: white,fibrous,homogenous

NO Fiberglass - 3%

Material: Textured Ceiling

1 of 1

Other - 97%
Lab ID #: 36943 - 176 Asbestos Present:  
Cust.   #: HA-69 B Chrysotile - < 1%

of 11

Asbestos Present:  

white,fibrous,homogenousAppearance: 

Material: Textured Ceiling

NO Fiberglass - 2%
Cust.   #: HA-69 C Chrysotile - < 1% Other - 98%
Lab ID #: 36943 - 177

Appearance: white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Fiberglass - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Textured Ceiling

Lab ID #: 36943 - 178 Asbestos Present:  
Cust.   #: HA-69 D Chrysotile - < 1% Other - 99%

Appearance: white,fibrous,homogenous

NO Fiberglass - 2%

Material: Textured Ceiling

1 of 1

Other - 98%
Lab ID #: 36943 - 179 Asbestos Present:  
Cust.   #: HA-69 E Chrysotile - < 1%

of 11

Asbestos Present:  

white,fibrous,homogenousAppearance: 

Material: Drywall

NO Cellulose - 20%
Cust.   #: HA-70 A No Asbestos Observed Other - 80%
Lab ID #: 36943 - 180

Appearance: white,fibrous,nonhomogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 2%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Joint Compound

Lab ID #: 36943 - 181 Asbestos Present:  
Cust.   #: HA-70 B Chrysotile - < 1% Other - 98%

Appearance: beige,fibrous,homogenous

NO Cellulose - 20%

Material: Drywall

1 of 2

Other - 80%
Lab ID #: 36943 - 181a Asbestos Present:  
Cust.   #: HA-70 B No Asbestos Observed

of 22

Asbestos Present:  

white,fibrous,nonhomogenousAppearance: 

Material: Joint Compound

NO Cellulose - 2%
Cust.   #: HA-70 C Chrysotile - < 1% Other - 98%
Lab ID #: 36943 - 182

Appearance: white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 20%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Drywall

Lab ID #: 36943 - 182a Asbestos Present:  
Cust.   #: HA-70 C No Asbestos Observed Other - 80%

Appearance: white,fibrous,nonhomogenous

NO Cellulose - 2%

Material: Joint Compound

2 of 2

Other - 98%
Lab ID #: 36943 - 183 Asbestos Present:  
Cust.   #: HA-70 D Chrysotile - < 1%

of 21

Asbestos Present:  

white,fibrous,homogenousAppearance: 

Material: Drywall

NO Cellulose - 20%
Cust.   #: HA-70 D No Asbestos Observed Other - 80%
Lab ID #: 36943 - 183a

Appearance: white,fibrous,nonhomogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Grout

Lab ID #: 36943 - 184 Asbestos Present:  
Cust.   #: HA-71 A No Asbestos Observed Other - 99%

Appearance: brown,fibrous,homogenous

NO Cellulose - 1%

Material: Grout

1 of 1

Other - 99%
Lab ID #: 36943 - 185 Asbestos Present:  
Cust.   #: HA-71 B No Asbestos Observed

of 11

Asbestos Present:  

brown,fibrous,homogenousAppearance: 

Material: Grout

NO Cellulose - 1%
Cust.   #: HA-71 C No Asbestos Observed Other - 99%
Lab ID #: 36943 - 186

Appearance: brown,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

YES Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Textured Ceiling

Lab ID #: 36943 - 187 Asbestos Present:  
Cust.   #: HA-72 A Chrysotile - 3% Other - 96%

Appearance: grey,fibrous,homogenous

Material: Textured Ceiling NOT ANALYZED

1 of 1

Lab ID #: 36943 - 188 Asbestos Present:  
Cust.   #: HA-72 B

of

Asbestos Present:  

Appearance: 

Material: Textured Ceiling NOT ANALYZED
Cust.   #: HA-72 C
Lab ID #: 36943 - 189

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Textured Ceiling NOT ANALYZED

Lab ID #: 36943 - 190 Asbestos Present:  
Cust.   #: HA-72 D

Appearance: 

Material: Textured Ceiling NOT ANALYZED

of

Lab ID #: 36943 - 191 Asbestos Present:  
Cust.   #: HA-72-E

of

Asbestos Present:  

Appearance: 

Material: Joint Compound

NO Cellulose - 2%
Cust.   #: HA-73 A No Asbestos Observed Other - 98%
Lab ID #: 36943 - 192

Appearance: white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 20%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Drywall

Lab ID #: 36943 - 192a Asbestos Present:  
Cust.   #: HA-73 A No Asbestos Observed Other - 80%

Appearance: white,fibrous,nonhomogenous

NO Cellulose - 40%

Material: Vinyl Wall Covering

2 of 2

Other - 60%
Lab ID #: 36943 - 193 Asbestos Present:  
Cust.   #: HA-73 B No Asbestos Observed

of 21

Asbestos Present:  

beige,fibrous,nonhomogenousAppearance: 

Material: Drywall

NO Cellulose - 20%
Cust.   #: HA-73 B No Asbestos Observed Other - 80%
Lab ID #: 36943 - 193a

Appearance: white,fibrous,nonhomogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Off-White Cove Base

Lab ID #: 36943 - 194 Asbestos Present:  
Cust.   #: HA-74 A No Asbestos Observed

Appearance: white,nonfibrous,homogenous

NO Cellulose - 1%

Material: Adhesive

1 of 2

Other - 99%
Lab ID #: 36943 - 194a Asbestos Present:  
Cust.   #: HA-74 A No Asbestos Observed

of 22

Asbestos Present:  

beige,fibrous,homogenousAppearance: 

Material: Glue Pods

NO Cellulose - 2%
Cust.   #: HA-75 A No Asbestos Observed Other - 98%
Lab ID #: 36943 - 195

Appearance: brown,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 2%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Glue Pods

Lab ID #: 36943 - 196 Asbestos Present:  
Cust.   #: HA-75 B No Asbestos Observed Other - 98%

Appearance: brown,fibrous,homogenous

NO Cellulose - 2%

Material: Glue Pods

1 of 1

Other - 98%
Lab ID #: 36943 - 197 Asbestos Present:  
Cust.   #: HA-75 C No Asbestos Observed

of 11

Asbestos Present:  

brown,fibrous,homogenousAppearance: 

Material: Brown Covebase

NO Other - 100%
Cust.   #: HA-76 A No Asbestos Observed
Lab ID #: 36943 - 198

Appearance: brown,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Adhesive

Lab ID #: 36943 - 198a Asbestos Present:  
Cust.   #: HA-76 A No Asbestos Observed Other - 99%

Appearance: beige,fibrous,homogenous

NO Other - 100%

Material: Light Brown Covebase

2 of 2

Lab ID #: 36943 - 199 Asbestos Present:  
Cust.   #: HA-77 A No Asbestos Observed

of 21

Asbestos Present:  

beige,nonfibrous,homogenousAppearance: 

Material: Adhesive

NO Other - 100%
Cust.   #:  HA-77 A No Asbestos Observed
Lab ID #: 36943 - 199a

Appearance: beige,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 83 of  101



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: 12x12 White Floor Tile

Lab ID #: 36943 - 200 Asbestos Present:  
Cust.   #: HA-80 A No Asbestos Observed

Appearance: white,nonfibrous,homogenous

NO Other - 100%

Material: Mastic

1 of 2

Lab ID #: 36943 - 200a Asbestos Present:  
Cust.   #: HA-80 A No Asbestos Observed

of 22

Asbestos Present:  

yellow,nonfibrous,homogenousAppearance: 

Material: 12x12 White Floor Tile

NO Other - 100%
Cust.   #: HA-80 B No Asbestos Observed
Lab ID #: 36943 - 201

Appearance: white,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Mastic

Lab ID #: 36943 - 201a Asbestos Present:  
Cust.   #: HA-80 B No Asbestos Observed Other - 99%

Appearance: yellow,fibrous,homogenous

NO Other - 100%

Material: 12x12 White Floor Tile

2 of 2

Lab ID #: 36943 - 202 Asbestos Present:  
Cust.   #: HA-80 C No Asbestos Observed

of 21

Asbestos Present:  

white,nonfibrous,homogenousAppearance: 

Material: Mastic

NO Other - 100%
Cust.   #: HA-80 C No Asbestos Observed
Lab ID #: 36943 - 202a

Appearance: yellow,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: 12X12 Tan Floor Tile

Lab ID #: 36943 - 203 Asbestos Present:  
Cust.   #: HA-81 A No Asbestos Observed

Appearance: brown,nonfibrous,homogenous

NO Cellulose - 1%

Material: Mastic

1 of 2

Other - 99%
Lab ID #: 36943 - 203a Asbestos Present:  
Cust.   #: HA-81 A No Asbestos Observed

of 22

Asbestos Present:  

black,fibrous,homogenousAppearance: 

Material: 12X12 Tan Floor Tile

NO Other - 100%
Cust.   #: HA-81 B No Asbestos Observed
Lab ID #: 36943 - 204

Appearance: brown,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Mastic

Lab ID #: 36943 - 204a Asbestos Present:  
Cust.   #: HA-81 B No Asbestos Observed Other - 99%

Appearance: black,fibrous,homogenous

NO Other - 100%

Material: 12X12 Tan Floor Tile

2 of 2

Lab ID #: 36943 - 205 Asbestos Present:  
Cust.   #: HA-81C No Asbestos Observed

of 21

Asbestos Present:  

brown,nonfibrous,homogenousAppearance: 

Material: Mastic

NO Cellulose - 2%
Cust.   #: HA-81 C No Asbestos Observed Other - 98%
Lab ID #: 36943 - 205a

Appearance: black,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 2%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: White Textured Paint

Lab ID #: 36943 - 206 Asbestos Present:  
Cust.   #: HA-82 A Chrysotile - < 1% Other - 98%

Appearance: white,fibrous,homogenous

YES Cellulose - 2%

Material: White Textured Paint

1 of 1

Other - 96%
Lab ID #: 36943 - 207 Asbestos Present:  
Cust.   #: HA-82 B Chrysotile - 2%

of 11

Asbestos Present:  

white,fibrous,homogenousAppearance: 

Material: White Textured Paint NOT ANALYZED
Cust.   #: HA-82 C
Lab ID #: 36943 - 208

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: 12X12 Tan Floor Tile

Lab ID #: 36943 - 209 Asbestos Present:  
Cust.   #: HA-83 A No Asbestos Observed

Appearance: brown,nonfibrous,homogenous

NO Cellulose - 2%

Material: Mastic

1 of 2

Other - 98%
Lab ID #: 36943 - 209a Asbestos Present:  
Cust.   #: HA-83 A No Asbestos Observed

of 22

Asbestos Present:  

yellow,fibrous,homogenousAppearance: 

Material: 12X12 Tan Floor Tile

NO Other - 100%
Cust.   #: HA-83 B No Asbestos Observed
Lab ID #: 36943 - 210

Appearance: brown,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Mastic

Lab ID #: 36943 - 210a Asbestos Present:  
Cust.   #: HA-83 B No Asbestos Observed

Appearance: yellow,nonfibrous,homogenous

NO Other - 100%

Material: 12X12 Tan Floor Tile

2 of 2

Lab ID #: 36943 - 211 Asbestos Present:  
Cust.   #: HA-83 C No Asbestos Observed

of 21

Asbestos Present:  

brown,nonfibrous,homogenousAppearance: 

Material: Mastic

NO Other - 100%
Cust.   #: HA-83 C No Asbestos Observed
Lab ID #: 36943 - 211a

Appearance: yellow,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: 12x12 Off-White Floor Tile

Lab ID #: 36943 - 212 Asbestos Present:  
Cust.   #: HA-84 A No Asbestos Observed

Appearance: white,nonfibrous,homogenous

NO Cellulose - 1%

Material: Mastic

1 of 2

Other - 99%
Lab ID #: 36943 - 212a Asbestos Present:  
Cust.   #: HA-84 A No Asbestos Observed

of 22

Asbestos Present:  

brown,fibrous,homogenousAppearance: 

Material: 12x12 Off-White Floor Tile

NO Other - 100%
Cust.   #: HA-84 B No Asbestos Observed
Lab ID #: 36943 - 213

Appearance: white,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Mastic

Lab ID #: 36943 - 213a Asbestos Present:  
Cust.   #: HA-84 B No Asbestos Observed

Appearance: brown,nonfibrous,homogenous

NO Other - 100%

Material: 12x12 Off-White Floor Tile

2 of 2

Lab ID #: 36943 - 214 Asbestos Present:  
Cust.   #: HA-84 C No Asbestos Observed

of 21

Asbestos Present:  

white,nonfibrous,homogenousAppearance: 

Material: Mastic

NO Cellulose - 2%
Cust.   #: HA-84 C No Asbestos Observed Other - 98%
Lab ID #: 36943 - 214a

Appearance: brown,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

YES Other - 98%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Brown Tile

Lab ID #: 36943 - 215 Asbestos Present:  
Cust.   #: HA-85 A Chrysotile - 2%

Appearance: brown,fibrous,homogenous

YES Other - 96%

Material: Mastic

1 of 2

Lab ID #: 36943 - 215a Asbestos Present:  
Cust.   #: HA-85 A Chrysotile - 4%

of 22

Asbestos Present:  

black,fibrous,homogenousAppearance: 

Material: Brown Tile/Mastic NOT ANALYZED
Cust.   #: HA-85 B
Lab ID #: 36943 - 216

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Brown Tile/Mastic NOT ANALYZED

Lab ID #: 36943 - 217 Asbestos Present:  
Cust.   #: HA-85 C

Appearance: 

NO Other - 100%

Material: 12x12 Pink Floor Tile

of

Lab ID #: 36943 - 218 Asbestos Present:  
Cust.   #: HA-86 A No Asbestos Observed

of 21

Asbestos Present:  

pink,nonfibrous,homogenousAppearance: 

Material: Mastic

YES Cellulose - 2%
Cust.   #: HA-86 A Chrysotile - 2% Other - 96%
Lab ID #: 36943 - 218a

Appearance: black,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: 12x12 Pink Floor Tile

Lab ID #: 36943 - 219 Asbestos Present:  
Cust.   #: HA-86 B No Asbestos Observed

Appearance: pink,nonfibrous,homogenous

Material: Mastic NOT ANALYZED

1 of 2

Lab ID #: 36943 - 219a Asbestos Present:  
Cust.   #: HA-86 B

of 22

Asbestos Present:  

Appearance: 

Material: 12x12 White Floor Tile

NO Other - 100%
Cust.   #: HA-87 A No Asbestos Observed
Lab ID #: 36943 - 220

Appearance: white,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

YES Cellulose - 2%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Mastic

Lab ID #: 36943 - 220a Asbestos Present:  
Cust.   #: HA-87 A Chrysotile - 2% Other - 96%

Appearance: yellow,fibrous,nonhomogenous

NO Other - 100%

Material: 12x12 White Floor Tile

2 of 2

Lab ID #: 36943 - 221 Asbestos Present:  
Cust.   #: HA-87 B No Asbestos Observed

of 21

Asbestos Present:  

white,nonfibrous,homogenousAppearance: 

Material: Mastic NOT ANALYZED
Cust.   #: HA-87 B
Lab ID #: 36943 - 221a

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 30%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: 2x2 White Ceiling Tile Other - 20%

Lab ID #: 36943 - 222 Asbestos Present:  
Cust.   #: HA-88 A No Asbestos Observed Mineral Wool - 50%

Appearance: grey,fibrous,homogenous

NO Cellulose - 10%

Material: 2x2 White Ceiling Tile Other - 20%

1 of 1

Fiberglass - 70%
Lab ID #: 36943 - 223 Asbestos Present:  
Cust.   #: HA-88 B No Asbestos Observed

Other - 15%

of 11

Asbestos Present:  

white,fibrous,homogenousAppearance: 

Material: 2x2 White Ceiling Tile

NO Cellulose - 35%
Cust.   #: HA-88 C No Asbestos Observed Mineral Wool - 50%
Lab ID #: 36943 - 224

Appearance: grey,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Other - 100%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Brown Glue

Lab ID #: 36943 - 225 Asbestos Present:  
Cust.   #: HA-89 A No Asbestos Observed

Appearance: brown,nonfibrous,homogenous

NO Other - 100%

Material: Brown Glue

1 of 1

Lab ID #: 36943 - 226 Asbestos Present:  
Cust.   #: HA-89 B No Asbestos Observed

of 11

Asbestos Present:  

brown,nonfibrous,homogenousAppearance: 

Material: Brown Glue

NO Other - 100%
Cust.   #: HA-89 C No Asbestos Observed
Lab ID #: 36943 - 227

Appearance: brown,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

YES Mineral Wool - 30%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Mudded Elbows

Lab ID #: 36943 - 228 Asbestos Present:  
Cust.   #: HA-90 A Chrysotile - 6% Other - 64%

Appearance: grey,fibrous,homogenous

Material: Mudded Elbows NOT ANALYZED

1 of 1

Lab ID #: 36943 - 229 Asbestos Present:  
Cust.   #: HA-90 B

of

Asbestos Present:  

Appearance: 

Material: Mudded Elbows NOT ANALYZED
Cust.   #: HA-90 C
Lab ID #: 36943 - 230

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 3%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Glue Behind Wood

Lab ID #: 36943 - 231 Asbestos Present:  
Cust.   #: HA-91 A No Asbestos Observed Other - 97%

Appearance: yellow,fibrous,homogenous

NO Cellulose - 3%

Material: Glue Behind Wood

1 of 1

Other - 97%
Lab ID #: 36943 - 232 Asbestos Present:  
Cust.   #: HA-91 B No Asbestos Observed

of 11

Asbestos Present:  

yellow,fibrous,homogenousAppearance: 

Material: Glue Behind Wood

NO Cellulose - 2%
Cust.   #: HA-91 C No Asbestos Observed Other - 98%
Lab ID #: 36943 - 233

Appearance: yellow,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Project # 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:

08/02/11
08/09/11
08/12/11

11-36943
Mr. Ryan Londrigan

   Date Reported:
   Date Analyzed:

 

08/12/11
214 Janes Ave.
Saginaw, MI  48607

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NO Cellulose - 1%

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Material: Extra Sample

Lab ID #: 36943 - 234 Asbestos Present:  
Cust.   #: HA-79 A No Asbestos Observed Other - 99%

Appearance: yellow,fibrous,homogenous

Material: 

1 of 1

Lab ID #: Asbestos Present:  
Cust.   #: 

of

Asbestos Present:  

Appearance: 

Material: 
Cust.   #: 
Lab ID #: 

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

NVLAP Lab Code 102118-0

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

Robert T.  Letarte Jr., Laboratory Director

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Location:

Layer:  

Material: Glue

brown,fibrous,homogenous

36943 - 43a Other - 99%
Chrysotile - 1%

NOAsbestos Present:  
HA-17A

214 Janes Ave.
Saginaw, MI 48607

Appearance: 

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

POINT COUNT RESULT

Cust.   #: 

 

08/23/11

Supplemental Report

Lab ID #: 

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

1

Report To:  

1of

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

of

Material: 

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

Pipe Insulation
HA-32B

NOT ANALYZED

Material: 

of

Cust.   #: 

YES

POINT COUNT RESULT

1

Pipe Insulation

36943 - 81

Robert T.  Letarte Jr., Laboratory Director

HA-32A

Appearance: 

Other - 98.5%Lab ID #: 
Cust.   #: 

36943 - 80 Asbestos Present:  

Appearance: white,fibrous,nonhomogenous
1

Asbestos Present:  Lab ID #: 

Chrysotile - 1.5%

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Asbestos Present:  

1 of

Lab ID #: 
HA-45A Chrysotile - 1.5%
36943 - 113

POINT COUNT RESULT

YES

Appearance: 
1

white,fibrous,homogenous

Cust.   #: 
Material: 

Other - 97.5%

Amosite - 1%White CT

Location:

Layer:  

Location:

Layer:  

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

of

Material: 

Appearance: 

White CT
NOT ANALYZED

36943 - 115 Asbestos Present:  

Appearance: 
NOT ANALYZED

Material: White CT
HA-45BCust.   #: 
36943 - 114 Asbestos Present:  

HA-45C
Lab ID #: 
Cust.   #: 

of

Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 2 of  12



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  1 of 1

POINT COUNT RESULT
Appearance: brown,fibrous,homogenous

Material: Window Caulk

Other - 94.5%
Cust.   #: HA-49A Chrysotile - 5.5%
Lab ID #: 36943 - 125 Asbestos Present:  YES

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Location:

Layer:  

Location:

Layer:  

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

of

NOT ANALYZED
Appearance: 

Cust.   #: HA-49C
Material: Window Caulk

of

NOT ANALYZED
Appearance: 

Material: Window Caulk

Asbestos Present:  36943 - 126

Lab ID #: 36943 - 127 Asbestos Present:  

NVLAP Lab Code 102118-0

Cust.   #: HA-49B
Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  1 of 1

POINT COUNT RESULT

Other - 96.25%
Cust.   #: HA-50A Chrysotile - 3.75%

YESAsbestos Present:  

Material: Window Caulk

Appearance: silver,fibrous,homogenous

Lab ID #: 36943 - 128

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Location:

Layer:  

Location:

Layer:  

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

of

NOT ANALYZED
Appearance: 

Material: Window Caulk
Cust.   #: HA-50C
Lab ID #: 36943 - 130 Asbestos Present:  

of

NOT ANALYZED
Appearance: 

Material: Window Caulk
Cust.   #: HA-50B
Lab ID #: 36943 - 129 Asbestos Present:  

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 4 of  12



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

36943 - 175 Other - 99%Lab ID #: Asbestos Present:  NO

1 of 1

Material: 
Chrysotile - 1%

Texture Ceiling
Cust.   #: HA-69A

POINT COUNT RESULT
Appearance: white,fibrous,homogenous

Location:

Layer:  

Location:

Layer:  

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

Robert T.  Letarte Jr., Laboratory Director

1 of 1

Material: Texture Ceiling
POINT COUNT RESULT

Appearance: white,fibrous,homogenous

Lab ID #: 36943 - 177 Asbestos Present:  
Cust.   #: HA-69C Chrysotile - 0.25%

NO Other - 99.75%

1 of 1

Other - 99.75%NOLab ID #: Asbestos Present:  36943 - 176

Appearance: 

Cust.   #: HA-69B

POINT COUNT RESULT

Chrysotile - 0.25%
Material: Texture Ceiling

NVLAP Lab Code 102118-0

white,fibrous,homogenous

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Lab ID #: 36943 - 178 Asbestos Present:  NO Other - 99.25%
Cust.   #: HA-69D Chrysotile - 0.75%
Material: Texture Ceiling

POINT COUNT RESULT
Appearance: white,fibrous,homogenous

1 of 1

Location:

Layer:  

Location:

Layer:  

NO Other - 99.25%
Cust.   #: HA-69E Chrysotile - 0.75%
Lab ID #: 36943 - 179 Asbestos Present:  

Material: Texture Ceiling
POINT COUNT RESULT

Appearance: white,fibrous,homogenous
1 of 1

NO Other - 99.75%
Cust.   #: HA-70B Chrysotile - 0.25%
Lab ID #: 36943 - 181 Asbestos Present:  

Material: Joint Compound
POINT COUNT RESULT

Appearance: beige,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Other - 100%
Cust.   #: HA-70C Chrysotile - Trace
Lab ID #: 36943 - 182 Asbestos Present:  

Material: Joint Compound
POINT COUNT RESULT

Appearance: beige,fibrous,homogenous
1 of 1

Location:

Layer:  

Location:

Layer:  

NO Other - 100%
Cust.   #: HA-70D Chrysotile - Trace
Lab ID #: 36943 - 183 Asbestos Present:  

Material: Joint Compound
POINT COUNT RESULT

Appearance: white,fibrous,homogenous
1 of 1

YES Other - 98.75%
Cust.   #: HA-72A Chrysotile - 1.25%
Lab ID #: 36943 - 187 Asbestos Present:  

Material: Texture Ceiling
POINT COUNT RESULT

Appearance: white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

YES Other - 98%
Cust.   #: HA-72B Chrysotile - 2%
Lab ID #: 36943 - 188 Asbestos Present:  

Material: Texture Ceiling
POINT COUNT RESULT

Appearance: white,fibrous,homogenous
1 of 1

Location:

Layer:  

Location:

Layer:  

YES Other - 98%
Cust.   #: HA-72C Chrysotile - 2%
Lab ID #: 36943 - 189 Asbestos Present:  

Material: Texture Ceiling
POINT COUNT RESULT

Appearance: white,fibrous,homogenous
1 of 1

YES Other - 98%
Cust.   #: HA-72D Chrysotile - 2%
Lab ID #: 36943 - 190 Asbestos Present:  

Material: Texture Ceiling
POINT COUNT RESULT

Appearance: white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 8 of  12



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

YES Other - 97%
Cust.   #: HA-72E Chrysotile - 3%
Lab ID #: 36943 - 191 Asbestos Present:  

Material: Texture Ceiling
POINT COUNT RESULT

Appearance: white,fibrous,homogenous
1 of 1

Location:

Layer:  

Location:

Layer:  

NO Other - 100%
Cust.   #: HA-82A Chrysotile - Trace
Lab ID #: 36943 - 206 Asbestos Present:  

Material: White Textured Paint
POINT COUNT RESULT

Appearance: white,fibrous,homogenous
1 of 1

NO Other - 99%
Cust.   #: HA-82B Chrysotile - 1%
Lab ID #: 36943 - 207 Asbestos Present:  

Material: White Textured Paint
POINT COUNT RESULT

Appearance: white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 9 of  12



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Other - 99.75%
Cust.   #: HA-82C Chrysotile - 0.25%
Lab ID #: 36943 - 208 Asbestos Present:  

Material: White Textured Paint
POINT COUNT RESULT

Appearance: white,fibrous,homogenous
1 of 1

Location:

Layer:  

Location:

Layer:  

YES Other - 97.5%
Cust.   #: HA-86A Chrysotile - 2.5%
Lab ID #: 36943 - 218 Asbestos Present:  

Material: Mastic
POINT COUNT RESULT

Appearance: black,fibrous,homogenous
1 of 1

Cust.   #: HA-86B
Lab ID #: 36943 - 219 Asbestos Present:  

Material: Mastic
NOT ANALYZED

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 10 of  12



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Other - 99.5%
Cust.   #: HA-87A Chrysotile - 0.5%
Lab ID #: 36943 - 220 Asbestos Present:  

Material: Mastic
POINT COUNT RESULT

Appearance: black,fibrous,homogenous
2 of 2

Location:

Layer:  

Location:

Layer:  

NO Other - 99.75%
Cust.   #: HA-87B Chrysotile - 0.25%
Lab ID #: 36943 - 221 Asbestos Present:  

Material: Mastic
POINT COUNT RESULT

Appearance: black,fibrous,homogenous
2 of 2

YES Other - 93.75%
Cust.   #: HA-90A Chrysotile - 6.25%
Lab ID #: 36943 - 228 Asbestos Present:  

Material: Mudded Elbow
POINT COUNT RESULT

Appearance: white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 11 of  12



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Ave.
Saginaw, MI 48607

 

08/23/11

Supplemental Report

7/29/11-8/2/11
08/09/11
08/19/11

11-36943
Mr. Ryan Londrigan

Project: 7168s

Report To:  

AKT Peerless

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cust.   #: HA-90B
Lab ID #: 36943 - 229 Asbestos Present:  

Material: Mudded Elbow
NOT ANALYZED

Appearance: 
of

Location:

Layer:  

Location:

Layer:  

Cust.   #: HA-90C
Lab ID #: 36943 - 230 Asbestos Present:  

Material: Mudded Elbow
NOT ANALYZED

Appearance: 
of

Cust.   #: 
Lab ID #: Asbestos Present:  

Material: 

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 12 of  12















































Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

of 1

Material: 
Cust.   #: 

White Textured Paint
HA-69 H

POINT COUNT RESULT

NO

Material: 

Material: White Textured Paint

white,fibrous,homogenous

Other - 100%

of

POINT COUNT RESULT

1

White Textured Paint

37280 - 03 NO

37280 - 01 Other - 99.75%
Chrysotile - 0.25%

NOAsbestos Present:  

1

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

HA-69 G
Other - 99.75%Lab ID #: 

Cust.   #: 
37280 - 02 Asbestos Present:  

214 Janes Avenue
Saginaw, MI 48607

Appearance: 

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

POINT COUNT RESULT

Cust.   #: 

Project # 071685-1-194

09/06/11

Lab ID #: 

08/30/11
09/01/11
09/02/11

11-37280
Mr. Ryan Londrigan

Appearance: 

Project: Ramada Inn

1

Report To:  

1of

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:

Appearance: white,fibrous,homogenous
1

Asbestos Present:  Lab ID #: 

white,fibrous,homogenous

   Date Reported:

Chrysotile - 0.25%

Chrysotile - Trace

HA-69 F

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 1 of  7



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project # 071685-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37280
Mr. Ryan Londrigan

Project: Ramada Inn

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Material: 

Appearance: white,fibrous,homogenous

White Textured Paint
POINT COUNT RESULT

37280 - 06 Asbestos Present:  NO Other - 99.75%

Appearance: white,fibrous,homogenous
POINT COUNT RESULT

Material: White Textured Paint
HA-69 JCust.   #: 
37280 - 05 Asbestos Present:  NO

Lab ID #: 
HA-69 I Chrysotile - 0.25%
37280 - 04 Asbestos Present:  

1 of 1
white,fibrous,homogenous

Cust.   #: 
Material: White Textured Paint

POINT COUNT RESULT

1

NO

Appearance: 

HA-69 K
Lab ID #: 
Cust.   #: Chrysotile - 0.25%

Other - 99.75%

Chrysotile - 0.5%

1 of

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Other - 99.5%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 2 of  7



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project # 071685-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37280
Mr. Ryan Londrigan

Project: Ramada Inn

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

POINT COUNT RESULT
Appearance: white,fibrous,homogenous

Cust.   #: HA-69 N
Material: White Textured Paint

1 of 1

POINT COUNT RESULT
Appearance: white,fibrous,homogenous

Material: White Textured Paint

Asbestos Present:  NO Other - 99.75%
Chrysotile - 0.25%

1 of 1

POINT COUNT RESULT
Appearance: white,fibrous,homogenous

Material: White Textured Paint

Other - 100%
Cust.   #: HA-69 L Chrysotile - Trace
Lab ID #: 37280 - 07 Asbestos Present:  NO

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Chrysotile - 1.25%
Lab ID #: 37280 - 09 Asbestos Present:  YES Other - 98.75%

NVLAP Lab Code 102118-0

37280 - 08
Cust.   #: HA-69 M
Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 3 of  7



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project # 071685-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37280
Mr. Ryan Londrigan

Project: Ramada Inn

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

of

NOT ANALYZED
Appearance: 

Material: White Textured Paint
Cust.   #: HA-69 Q
Lab ID #: 37280 - 12 Asbestos Present:  

of

NOT ANALYZED
Appearance: 

Material: White Textured Paint
Cust.   #: HA-69 P

of

NOT ANALYZED

Cust.   #: HA-69 O
Asbestos Present:  

Material: White Textured Paint

Appearance: 

Lab ID #: 37280 - 11 Asbestos Present:  

Lab ID #: 37280 - 10

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 4 of  7



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project # 071685-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37280
Mr. Ryan Londrigan

Project: Ramada Inn

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

Robert T.  Letarte Jr., Laboratory Director

of

Material: White Textured Paint
NOT ANALYZED

Appearance: 

Lab ID #: 37280 - 15 Asbestos Present:  
Cust.   #: HA-69 T

of

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

37280 - 13Lab ID #: Asbestos Present:  

of

Material: White Textured Paint
Cust.   #: HA-69 R

NOT ANALYZED
Appearance: 

Lab ID #: Asbestos Present:  37280 - 14

Appearance: 

Cust.   #: HA-69 S

NOT ANALYZED
Material: White Textured Paint

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 5 of  7



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project # 071685-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37280
Mr. Ryan Londrigan

Project: Ramada Inn

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Lab ID #: 37280 - 16 Asbestos Present:  NO Other - 99.25%
Cust.   #: HA-82 D Chrysotile - 0.75%
Material: White Textured Paint

Stairwell POINT COUNT RESULT
Appearance: beige,fibrous,homogenous

1 of 1

NO Other - 99.25%
Cust.   #: HA-82 E Chrysotile - 0.75%
Lab ID #: 37280 - 17 Asbestos Present:  

Material: White Textured Paint
Stairwell POINT COUNT RESULT

Appearance: beige,fibrous,homogenous
1 of 1

YES Other - 98.5%
Cust.   #: HA-82 F Chrysotile - 1.5%
Lab ID #: 37280 - 18 Asbestos Present:  

Material: White Textured Paint
Stairwell POINT COUNT RESULT

Appearance: white,fibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 6 of  7



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project # 071685-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37280
Mr. Ryan Londrigan

Project: Ramada Inn

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cust.   #: HA-82 G
Lab ID #: 37280 - 19 Asbestos Present:  

Material: White Textured Paint
Stairwell NOT ANALYZED

Appearance: 
of

Cust.   #: HA-82 H
Lab ID #: 37280 - 20 Asbestos Present:  

Material: White Textured Paint
Stairwell NOT ANALYZED

Appearance: 
of

Cust.   #: HA-82 I
Lab ID #: 37280 - 21 Asbestos Present:  

Material: White Textured Paint
Stairwell NOT ANALYZED

Appearance: 

For Layered Samples, each component will be analyzed and reported separately.

of

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 7 of  7







Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

For Layered Samples, each component will be analyzed and reported separately.

of 1

Other - 30%Material: 
Cust.   #: Mineral Wool - 30%

White Ceiling Tile
HA-93 C

NO

Other - 30%Material: 

Material: White Ceiling Tile Other - 30%

grey,fibrous,homogenous

Cellulose - 40%

of 1

White Ceiling Tile

37282 - 03 NO

37282 - 01 Cellulose - 40%
No Asbestos Observed

NOAsbestos Present:  

1

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

HA-93 B
Cellulose - 40%
Mineral Wool - 30%

Lab ID #: 
Cust.   #: 

37282 - 02 Asbestos Present:  

214 Janes Avenue
Saginaw, MI 48607

Appearance: 

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Cust.   #: Mineral Wool - 30%

Project #  7168s-1-194

09/06/11

Lab ID #: 

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Appearance: 

Project: Ramada

1

Report To:  

1of

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:

Appearance: grey,fibrous,homogenous
1

Asbestos Present:  Lab ID #: 

grey,fibrous,homogenous

   Date Reported:

No Asbestos Observed

No Asbestos Observed

HA-93 A

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 1 of  13



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Material: 

Appearance: grey,nonfibrous,homogenous

Ceramic Tile Grout

37282 - 06 Asbestos Present:  NO Other - 100%

Appearance: yellow,nonfibrous,homogenous

Material: Ceramic Tile Bedding
HA-95 ACust.   #: 
37282 - 05 Asbestos Present:  NO

Lab ID #: 
HA-94 A No Asbestos Observed
37282 - 04 Asbestos Present:  

1 of 1
white,fibrous,nonhomogenous

Cust.   #: Synthetic - 15%
Material: Fire Hose Other - 45%

1

NO

Appearance: 

HA-96 A
Lab ID #: 
Cust.   #: No Asbestos Observed

Cellulose - 40%

No Asbestos Observed

1 of

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Other - 100%Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 2 of  13



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

1 of 1
Appearance: white,nonfibrous,homogenous

Cust.   #: HA-97 C
Material: Ceramic Tile Grout

1 of 1
Appearance: white,nonfibrous,homogenous

Material: Ceramic Tile Grout

Asbestos Present:  NO Other - 100%
No Asbestos Observed

1 of 1
Appearance: white,nonfibrous,homogenous

Material: Ceramic Tile Grout

Other - 100%
Cust.   #: HA-97 A No Asbestos Observed
Lab ID #: 37282 - 07 Asbestos Present:  NO

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

No Asbestos Observed
Lab ID #: 37282 - 09 Asbestos Present:  NO Other - 100%

NVLAP Lab Code 102118-0

37282 - 08
Cust.   #: HA-97 B
Lab ID #: 

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 3 of  13



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

NVLAP Lab Code 102118-0

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

1 of 1
Appearance: grey,nonfibrous,homogenous

Material: Ceramic Tile Grout
Cust.   #: HA-98 C No Asbestos Observed
Lab ID #: 37282 - 12 Asbestos Present:  NO Other - 100%

1 of 1
Appearance: grey,nonfibrous,homogenous

Material: Ceramic Tile Grout
Cust.   #: HA-98 B No Asbestos Observed

1 of 1

Other - 100%
Cust.   #: HA-98 A No Asbestos Observed

NOAsbestos Present:  

Material: Ceramic Tile Grout

Other - 100%

Appearance: grey,nonfibrous,homogenous

Lab ID #: 37282 - 11 Asbestos Present:  NO

Lab ID #: 37282 - 10

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 4 of  13



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

For Layered Samples, each component will be analyzed and reported separately.

Robert T.  Letarte Jr., Laboratory Director

1 of 1

Material: Ceramic Tile Grout

Appearance: brown,nonfibrous,homogenous

Lab ID #: 37282 - 15 Asbestos Present:  
Cust.   #: HA-99 C No Asbestos Observed

NO Other - 100%

1 of 1

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

37282 - 13 Other - 100%Lab ID #: Asbestos Present:  NO

Other - 100%

1 of 1

Material: 
No Asbestos Observed

Ceramic Tile Grout
Cust.   #: HA-99 A

Appearance: brown,nonfibrous,homogenous

NOLab ID #: Asbestos Present:  37282 - 14

Appearance: 

Cust.   #: HA-99 B No Asbestos Observed
Material: Ceramic Tile Grout

NVLAP Lab Code 102118-0

brown,nonfibrous,homogenous

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 5 of  13



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

Lab ID #: 37282 - 16 Asbestos Present:  NO Other - 100%
Cust.   #: HA-100 A No Asbestos Observed
Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-101 A No Asbestos Observed
Lab ID #: 37282 - 17 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: beige,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-102 A No Asbestos Observed
Lab ID #: 37282 - 18 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: beige,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991

Page 6 of  13



Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Cellulose - 2%
Cust.   #: HA-103 A No Asbestos Observed Other - 98%
Lab ID #: 37282 - 19 Asbestos Present:  

Material: Ceramic Tile Bedding

Appearance: brown,fibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-104 A No Asbestos Observed
Lab ID #: 37282 - 20 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-105 A No Asbestos Observed
Lab ID #: 37282 - 21 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Other - 100%
Cust.   #: HA-106 A No Asbestos Observed
Lab ID #: 37282 - 22 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-107 A No Asbestos Observed
Lab ID #: 37282 - 23 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-108 A No Asbestos Observed
Lab ID #: 37282 - 24 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 2

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Other - 100%
Cust.   #: HA-108 A No Asbestos Observed
Lab ID #: 37282 - 24a Asbestos Present:  

Material: Ceramic Tile Bedding

Appearance: white,nonfibrous,homogenous
2 of 2

NO Other - 100%
Cust.   #: HA-108 B No Asbestos Observed
Lab ID #: 37282 - 25 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: white,nonfibrous,homogenous
1 of 2

NO Other - 100%
Cust.   #: HA-108 B No Asbestos Observed
Lab ID #: 37282 - 25a Asbestos Present:  

Material: Ceramic Tile Bedding

Appearance: white,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Other - 100%
Cust.   #: HA-109 A No Asbestos Observed
Lab ID #: 37282 - 26 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: white,nonfibrous,homogenous
1 of 2

NO Other - 100%
Cust.   #: HA-109 A No Asbestos Observed
Lab ID #: 37282 - 26a Asbestos Present:  

Material: Ceramic Tile Bedding

Appearance: white,nonfibrous,homogenous
2 of 2

NO Other - 100%
Cust.   #: HA-110 A No Asbestos Observed
Lab ID #: 37282 - 27 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Other - 100%
Cust.   #: HA-111 A No Asbestos Observed
Lab ID #: 37282 - 28 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-112 A No Asbestos Observed
Lab ID #: 37282 - 29 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 2

NO Other - 100%
Cust.   #: HA-112 A No Asbestos Observed
Lab ID #: 37282 - 29a Asbestos Present:  

Material: Cement Board

Appearance: grey,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

2 of 2

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Other - 100%
Cust.   #: HA-113 A No Asbestos Observed
Lab ID #: 37282 - 30 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-114 A No Asbestos Observed
Lab ID #: 37282 - 31 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-115 A No Asbestos Observed
Lab ID #: 37282 - 32 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: white,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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Certificate of Laboratory Analysis
Test Method, Polarized Light Microscopy (PLM)

214 Janes Avenue
Saginaw, MI 48607

Project #  7168s-1-194

09/06/11

08/30/11
09/01/11
09/02/11

11-37282
Mr. Don Malusi

Project: Ramada

Report To:  

AKT Peerless Environmental Services

   ARI Report #
   Date Collected:
   Date Received:
   Date Analyzed:
   Date Reported:

Location:

Layer:  

Location:

Layer:  

Location:

Layer:  

            Sample Information                              Asbestos Type/Percent          Non-Asbestos

NO Other - 100%
Cust.   #: HA-116 A No Asbestos Observed
Lab ID #: 37282 - 33 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-117 A No Asbestos Observed
Lab ID #: 37282 - 34 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: grey,nonfibrous,homogenous
1 of 1

NO Other - 100%
Cust.   #: HA-118 A No Asbestos Observed
Lab ID #: 37282 - 35 Asbestos Present:  

Material: Ceramic Tile Grout

Appearance: white,nonfibrous,homogenous

For Layered Samples, each component will be analyzed and reported separately.

1 of 1

Robert T.  Letarte Jr., Laboratory Director

Test Method EPA 600/R-93/116 was used to analyze the above samples.  Matrix interference and/or resolution limits may yield false results in certain circumstances.  Suspect 
floor tiles containing <1% should be tested with SEM or TEM.  This certificate of analysis relates only to the samples tested and to insure the integrity of the results, may only be 
reproduced in full.  This certificate may not be used by the customer to claim product endorsement by NVLAP or any agency of the US Government.  APEX Research Inc. is not 
responsible for the accuracy of the results for layered samples or samples comprising multiple materials.  Liability limited to cost of analysis.

NVLAP Lab Code 102118-0

APEX Research Inc., 11054 Hi Tech Drive, Whitmore Lake, MI 48189 (734) 449-9990, Fax (734) 449-9991
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APPENDIX C 

SUMMARY OF HAZARDOUS MATERIALS 



Inspector: RTL Page 1 of 9

GCLBA
Site Name: Former Ramada Inn and Suites
Site Address: 4300 West Pierson Road, Flint, Michigan
AKT Project No.: 7168s
Survey Date: August, 2011

Bldg. 
Level 

Func. 
Space 

No.
Func. Space Name Number Description/ Comments

Exterior 2 Dumpster Corral 12 1-gallon paint cans

Exterior 2 Dumpster Corral 2 2-gallon paint containers
Exterior 2 Dumpster Corral 13 1-qt or smaller paint containers
Exterior 2 Dumpster Corral 2 Televisions
Exterior 2 Dumpster Corral 1 Aersol
Exterior 2 Dumpster Corral 1 1-gallon antifreeze
Exterior 2 Dumpster Corral 3 5-gallon paint containers
Exterior 2 Building Exterior and Parking Lot 13 HPS/Metal halide bulbs west side

Exterior 2 Building Exterior and Parking Lot 1 Pad mounted electrical transformer 
owned by Consumers Energy

Exterior 2 Building Exterior and Parking Lot 3 HPS/Metal halide bulbs east side

Exterior 2 Building Exterior and Parking Lot 19 HPS/Metal halide bulbs parking lot 
light poles

Exterior 2 Building Exterior and Parking Lot 9
HPS/Metal halide bulbs parking lot 
light poles possibly belong to Bob 

Evans

Exterior 2 Building Exterior and Parking Lot 1 Automotive tire by pool/lower level 
offices

Exterior 2 Building Exterior and Parking Lot 5 1-qt or smaller paint containers
Exterior 2 Building Exterior and Parking Lot 2 1-gallon paint cans

Exterior 2 Building Roof 5 5-gallon roof tar containers, likley dry

L1 1 Open block storage area 1 5-gallon glue, likely hard

L1 1
Open block storage area, 

unfinished southeast portion of the 
building

1 Sm. Camping size propane

L1 FS-3 Bathrooms 14 4' Fluorescent bulb
L1 FS-3 Bathrooms 6 Ballast
L1 FS-4 Hallway 31 4' Fluorescent bulb
L1 FS-4 Hallway 8 Ballast
L1 FS-4 Hallway 2 Mercury thermostat

L1 FS-4 Hallway 1 5-gallon container corrosive sanitizer

PRE-DEMOLITION HAZARDOUS MATERIAL/ SPECIAL WASTE SURVEY

Client:



Inspector: RTL Page 2 of 9

GCLBA
Site Name: Former Ramada Inn and Suites
Site Address: 4300 West Pierson Road, Flint, Michigan
AKT Project No.: 7168s
Survey Date: August, 2011

Bldg. 
Level 

Func. 
Space 

No.
Func. Space Name Number Description/ Comments

PRE-DEMOLITION HAZARDOUS MATERIAL/ SPECIAL WASTE SURVEY

Client:

L1 FS-5 Ball Room-south end of bldg. 232 4' fluorescent bulb

L1 FS-5 Ball Room-south end of bldg. 116 Ballast

L1 FS-6 Storage room west of ballroom 1 Fire extinguisher
L1 FS-6 Storage room west of ballroom 5 Ballast
L1 FS-6 Storage room west of ballroom 10 4' fluorescent bulb
L1 FS-6 Storage room west of ballroom 1 1-gallon paint
L1 FS-7 Conference Room 2 Mercury thermostats
L1 FS-7 Conference Room 1 Smoke alarm
L1 FS-7 Conference Room 1 Aerosols

L1 FS-7 Conference Room 1 5-gallon container suspect drywall 
mud

L1 FS-7 Conference Room 18 8' Fluorescent bulb
L1 FS-7 Conference Room 18 Ballast

L1 FS-7 
Storage

Storage room north of confrence 
room 1 5-gallon paint containers

L1 FS-7 
Storage

Storage room north of confrence 
room 1 Aerosols

L1 FS-9 Bar/Restaurant 6 Ballast
L1 FS-9 Bar/Restaurant 3 4' Fluorescent bulb
L1 FS-9 Bar/Restaurant 1 Television
L1 FS-9 Bar/Restaurant 2 Aersol

L1 FS-9 Bar/Restaurant 1 Double sided refrigerator behind bar

L1 FS-9 Bar/Restaurant 1 Mercury thermostat
L1 FS-10 Kitchen 3 Fire extinguisher
L1 FS-10 Kitchen 3 4' Fluorescent bulb
L1 FS-10 Kitchen 5 8' Fluorescent bulb

L1 FS-10 Kitchen 21 Ballast, possible more in debris on 
floor

L1 FS-10 Kitchen 1 Aerosols

L1 FS-10 Kitchen 1 Central fire extinguisher system, for 
stoves

L1 FS-10 Kitchen 3 Refrigeration units

L1 FS-10 Kitchen 2 5-gallon container corrosive 
dishwasher detergent



Inspector: RTL Page 3 of 9

GCLBA
Site Name: Former Ramada Inn and Suites
Site Address: 4300 West Pierson Road, Flint, Michigan
AKT Project No.: 7168s
Survey Date: August, 2011

Bldg. 
Level 

Func. 
Space 

No.
Func. Space Name Number Description/ Comments

PRE-DEMOLITION HAZARDOUS MATERIAL/ SPECIAL WASTE SURVEY

Client:

L1 FS-11 Lobby & Offices 2 Computers
L1 FS-11 Lobby & Offices 4 Mercury thermostats

L1 FS-11 Lobby & Offices 7 Glass cleaner 1-gallon or smaller in 
size

L1 FS-11 Lobby & Offices 1 Weed killer 1-gallon container
L1 FS-11 Lobby & Offices 2 Smoke alarm
L1 FS-11 Lobby & Offices 2 Aerosols
L1 FS-11 Lobby & Offices 1 1-quart paint
L1 FS-11 Lobby & Offices 1 Fire extinguisher
L1 FS-11 Lobby & Offices 160 Fluorescent bulbs (4')
L1 FS-11 Lobby & Offices 2 Fluorescent bulbs (8')
L1 FS-11 Lobby & Offices 4 Fluorescent bulbs (5')
L1 FS-11 Lobby & Offices 8 Fluorescent bulbs (2')
L1 FS-11 Lobby & Offices 42 Ballast
L1 FS-11 Lobby & Offices 2 Pop machines

L1 FS-11 Lobby & Offices 3
HVAC units, with suspected interior 
glycol or other liquid contents within 

coil system
L1 FS-12 Pool Area 1 5-gallon container flammable
L1 FS-12 Pool Area 1 Fire extinguisher
L1 FS-12 Pool Area 4 Aerosols
L1 FS-12 Pool Area 1 Compressor
L1 FS-12 Pool Area 7 Ballast
L1 FS-12 Pool Area 24 Fluorescent bulbs (4')
L1 FS-12 Pool Area 1 Mercury thermostat
L1 FS-12 Pool Area 2 Fluorescent bulbs small (6")
L1 FS-12 Pool Area 2 Small ballast
L1 FS-13 Lower level offices 123 Fluorescent bulbs (4')
L1 FS-13 Lower level offices 68 Ballast
L1 FS-13 Lower level offices 2 Mercury thermostats
L1 FS-13 Lower level offices 1 Fire extinguisher
L1 FS-13 Lower level offices 1 Propane tank - 20 lbs

L1 FS-13 Lower level offices 1 Multi-purpose adhesive, 5-gallon 
container

L1 FS-13 Lower level offices 2 Television
L1 FS-13 Lower level offices 9 1-gallon container paint
L1 FS-13 Lower level offices 2 5-gallon container paint

L1 FS-13 Lower level offices 1 2-gallon container urathane adhesive

L1 FS-14 Hotel Mechanical 8 Fluorescent bulbs (8')
L1 FS-14 Hotel Mechanical 2 Computers
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GCLBA
Site Name: Former Ramada Inn and Suites
Site Address: 4300 West Pierson Road, Flint, Michigan
AKT Project No.: 7168s
Survey Date: August, 2011

Bldg. 
Level 

Func. 
Space 

No.
Func. Space Name Number Description/ Comments

PRE-DEMOLITION HAZARDOUS MATERIAL/ SPECIAL WASTE SURVEY

Client:

L1 FS-14 Hotel Mechanical 46 Fluorescent bulbs (4')
L1 FS-14 Hotel Mechanical 21 Ballast
L1 FS-14 Hotel Mechanical 2 Smoke alarm
L1 FS-14 Hotel Mechanical 3 Fire extinguisher
L1 FS-14 Hotel Mechanical 1 5-gallon Clothes washing solution

L1 FS-14 Hotel Mechanical 200-
gallons Elevator hydraulic oil, non-PCB

L1 FS-14 Hotel Mechanical 8 Aerosols
L1 FS-14 Hotel Mechanical 1 5-gallon container Bromide tablets
L1 FS-14 Hotel Mechanical 1 1-gallon Carpet cleaning solution

L1 FS-14 Hotel Mechanical 1 5-gallon plastic container with 
unknown corrosive materials

L1 FS-14 Hotel Mechanical 1 "Stain away" for pools, 1-gallon

L1 FS-14 Hotel Mechanical 15 Battery packs, for emergency lights

L1 FS-14 Hotel Mechanical 1 gasket cleaner, 1 quart
L1 FS-14 Hotel Mechanical 1 Glass cleaner, 2-gallon

L1 FS-14 Hotel Mechanical 1 Eco-Lab Laundry detergent, 2-gallon

L1 FS-14 Hotel Mechanical 2 General cleaner, 1 quart containers

L1 FS-14 Hotel Mechanical 1 5-gallon container unknown contents

L1 FS-14 Hotel Mechanical 1 Laundry detergent, 1-gallon
L1 FS-14 Hotel Mechanical 1 HPS bulb
L1 FS-14 Mechanical Room/Storage Room 200 4' Fluorescent bulbs
L1 FS-14 Mechanical Room/Storage Room 1 Smoke alarm
L1 FS-14 Mechanical Room/Storage Room 102 Aerosols
L1 FS-14 Mechanical Room/Storage Room 32 1-gallon container paint
L1 FS-14 Mechanical Room/Storage Room 13 1 quart container paint
L1 FS-14 Mechanical Room/Storage Room 2 Tires
L1 FS-14 Mechanical Room/Storage Room 1 Motor oil, 1 quart
L1 FS-14 Mechanical Room/Storage Room 1 Hydrochloric acid, 1-gallon container
L1 FS-14 Mechanical Room/Storage Room 4 Hydrochloric acid, 1-quart container

L1 FS-14 Mechanical Room/Storage Room 12
Mineral Spirits/paint thinner, 1-gallon 

container
L1 FS-14 Mechanical Room/Storage Room 1 Floor finish, 1-gallon
L1 FS-14 Mechanical Room/Storage Room 2 Refrigerator oil, 1-gallon containers
L1 FS-14 Mechanical Room/Storage Room 1 Floor cleaner, 1-gallon container
L1 FS-14 Mechanical Room/Storage Room 3 Floor stripper, 1-gallon container
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GCLBA
Site Name: Former Ramada Inn and Suites
Site Address: 4300 West Pierson Road, Flint, Michigan
AKT Project No.: 7168s
Survey Date: August, 2011

Bldg. 
Level 

Func. 
Space 

No.
Func. Space Name Number Description/ Comments

PRE-DEMOLITION HAZARDOUS MATERIAL/ SPECIAL WASTE SURVEY

Client:

L1 FS-14 Mechanical Room/Storage Room 1 Thinner, 1 quart
L1 FS-14 Mechanical Room/Storage Room 1 Wire pull lubricant, 1-galon container
L1 FS-14 Mechanical Room/Storage Room 1 General cleaner, 1 quart containers
L1 FS-14 Mechanical Room/Storage Room 1 Auto wax, 1-quart
L1 FS-14 Mechanical Room/Storage Room 1 Solvent - cleaner, 1-gallon container
L1 FS-14 Mechanical Room/Storage Room 1 Floor finish, 1-gallon
L1 FS-14 Mechanical Room/Storage Room 1 Metal polishing, 1-gallon
L1 FS-14 Mechanical Room/Storage Room 1 Carpet adhesive, 1-gallon
L1 FS-14 Mechanical Room/Storage Room 8 Adhesive, 1-gallon containers
L1 FS-14 Mechanical Room/Storage Room 2 Gasoline, 1-gallon container

L1 FS-14 Mechanical Room/Storage Room 1
Spackling compound, 1-gallon 

container

L1 FS-14 Mechanical Room/Storage Room 1 Cooling system cleaner, 5-gallon 
container

L1 FS-14 Mechanical Room/Storage Room 1 Aerate Decarbonant, 5-gallon 
container

L1 FS-14 Mechanical Room/Storage Room 1 Driveway sealer, 5-gallon container

L1 FS-14 Mechanical Room/Storage Room 1 Unknown material, 5-gallon container

L1 FS-14 Mechanical Room/Storage Room 1 Large compressor unit, appears cut 
and no longer contain CFCs

L1 FS-14 Mechanical Room/Storage Room 1 Exit sign

L1 FS-14 Mechanical Room/Storage Room 1 Unknown material in 3-gallon sprayer

L1 FS-14 Tool Room 1 Detergent, 1-gallon container
L1 FS-14 Tool Room 1 Insecticide, 1-gallon container
L1 FS-14 Tool Room 1 Oxygen 100lb cylinder
L1 FS-14 Tool Room 1 Carpet cleaner, 1-gallon container
L1 FS-14 Tool Room 1 Adhesive, 1-gallon container
L1 FS-14 Tool Room 1 Adhesive, 1-quart container
L1 FS-14 Tool Room 1 Ammonia, 1-gallon container

L1 FS-14 Tool Room 2 2-gallons unknown material in 
sprayer

L1 FS-14 Tool Room 4 Cleaner, 1-quart containers
L1 FS-14 Tool Room 4 Small U-shaped flourescent bulbs

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 4 Carpet protector, 1-gallon

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 1 Refrigerant oil, 1-gallon

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 2 Swimming pool clarifier, 5-gallon
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AKT Project No.: 7168s
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Bldg. 
Level 

Func. 
Space 

No.
Func. Space Name Number Description/ Comments

PRE-DEMOLITION HAZARDOUS MATERIAL/ SPECIAL WASTE SURVEY

Client:

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 1 Chlorine tablets, 5-gallon container

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 1 pH Increaser, 2.5 -gallon container

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 1 pH Reducer, 2.5-gallon container

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 1 Contact herbicide, 1-gallon

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 9 Detergent tablets for window 

washing, 1/2 quart tablets

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 5 Miscellaneous pool cleaners, 1-quart 

containers

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 10 Anti-foam, 1-quart containers

L1 Hotel 
Floor 1

Storage Room Next to Central 
Elevator 1 5-gallon container,  grout mix

L1 Hotel 
Floor 1 Storage Room Central Stair 49 1-gallon paint

L1 Hotel 
Floor 1 Storage Room Central Stair 10 5-gallon paint

L1 Hotel 
Floor 1 Storage Room Central Stair 1 5-gallon Roof Tar

L1 Hotel 
Floor 1 Storage Room Central Stair 1 Insecticide, 1-gallon

L1 Hotel 
Floor 1 Storage Room Central Stair 2 Cleaner, 1-quart

L1 Hotel 
Floor 1 Storage Room Central Stair 1 TSP Cleaner, 1-gallon

L1 Hotel 
Floor 1 Storage Room Central Stair 2 Grout, 5-gallon

L1 Hotel 
Floor 1 Storage Room Central Stair 5 1-quart paint

L1 Hotel 
Floor 1 Storage Room Central Stair 1 Floor and Wall Primer, 1-gallon

L1 Hotel 
Floor 1 Storage Room Central Stair 1 Grout Pre-Mix, 1-quart

L1 Hotel 
Floor 1 Guest Room Area 2 Exit Lights

L1 Hotel 
Floor 1 Guest Room Area 2 Emergency Lights

L1 Hotel 
Floor 1 Guest Room Area 6 Small Fluorscent Lights (4")

L1 Hotel 
Floor 1 Guest Room Area 1 Fire Extinguisher
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Bldg. 
Level 

Func. 
Space 

No.
Func. Space Name Number Description/ Comments

PRE-DEMOLITION HAZARDOUS MATERIAL/ SPECIAL WASTE SURVEY

Client:

L1 Hotel 
Floor 1 Guest Room Area 12 Aerosols

L1 Hotel 
Floor 1 Guest Room Area 6 Fluorescent Bulbs (4')

L1 Hotel 
Floor 1 Guest Room Area 6 Ballast

L1 Hotel 
Floor 1 Guest Room Area 1 Masonry Stucco (5-gallon)

L1 Hotel 
Floor 1 Guest Room Area 15 Sheeting Adhesive/Synthetic Finish 

(Stucco) (5-gallon)

L1 Hotel 
Floor 1 Guest Room Area 1 Unknown Plaster (3-gallon)

L1 Hotel 
Floor 1 Guest Room Area 6 Paint (1-gallon)

L1 Hotel 
Floor 1 Guest Room Area 1 Computer

L1 Hotel 
Floor 1 Guest Room Area 6 Mini-Fridge (stripped, no freon)

L1 Hotel 
Floor 1 Guest Room Area 1 Paint (2-gallon)

L1 Hotel 
Floor 1 Guest Room Area 2 Television

L1 Hotel 
Floor 1 Guest Room Area 1 Adhesive (1-gallon)

L1 Hotel 
Floor 1 Central Elevator 2 Ballast

L1 Hotel 
Floor 1 Central Elevator 1 Fluorescent Bulb <4'

L1 Hotel 
Floor 1 Guest Room Area 1 Paint (1-gallon)

L1 Hotel 
Floor 1 Guest Room Area 12 UniRinse Dishwasher Detergent (1 

gallon)

L1 Hotel 
Floor 1 Guest Room Area 2 Adhesive (5-gallon)

L1 Hotel 
Floor 1 Guest Room Area 4 Carpet Cleaner (1-gallon)

L1 Hotel 
Floor 1 Guest Room Area 3 Soda Ash (sodium carbonate) (50lb 

bag)

L1 Hotel 
Floor 1 Guest Room Area 1 Mercury Thermostat

L1 Hotel 
Floor 1 Guest Room Area 1 Grease B-Gone Cleaner (1-gallon)

L1 Hotel 
Floor 1 Guest Room Area 1 Hydrogen Peroxide (1 quart)

L1 Hotel 
Floor 1

Central Courtyard - Outside Room 
112 3 Paint (1-gallon)

L1 Hotel 
Floor 1 Guest Room Area 5 Cleaner (1 quart)
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Bldg. 
Level 

Func. 
Space 

No.
Func. Space Name Number Description/ Comments

PRE-DEMOLITION HAZARDOUS MATERIAL/ SPECIAL WASTE SURVEY

Client:

L1 Hotel 
Floor 1 Guest Room Area 3 Adhesive (5-gallon, 2 dry)

L2 Hotel
Floor 2 Hotel 2nd Floor 9 Emergency lights

L2 Hotel
Floor 2 Hotel 2nd Floor 4 Exit sign

L2 Hotel
Floor 2 Hotel 2nd Floor 3 Aerosols

L2 Hotel
Floor 2 Hotel 2nd Floor 3 Small Fluorescent Light Bulbs

L2 Hotel
Floor 2 Hotel 2nd Floor 3 Small Fluorescent Light Ballast

L2 Hotel
Floor 2 Hotel 2nd Floor 2 Fluorescent Bulbs (5')

L2 Hotel
Floor 2 Hotel 2nd Floor 4 Ballast

L2 Hotel
Floor 2 Hotel 2nd Floor 1 Pop Machine

L2 Hotel
Floor 2 Hotel 2nd Floor 5 Fluorescent Bulbs (4')

L2 Hotel
Floor 2 Hotel 2nd Floor 1 Television

L2 Hotel
Floor 2 Hotel 2nd Floor 5 General cleaner, 1-quart containers

L3 Hotel
Floor 3 Hotel 3rd Floor 4 Emergency lights

L3 Hotel
Floor 3 Hotel 3rd Floor 5 Exit signs

L3 Hotel
Floor 3 Hotel 3rd Floor 5 Small Fluorescent Light Bulbs

L3 Hotel
Floor 3 Hotel 3rd Floor 1 Television

L3 Hotel
Floor 3 Hotel 3rd Floor 2 Ballast

L3 Hotel
Floor 3 Hotel 3rd Floor 4 4' Fluorescent bulb

L3 Hotel
Floor 3 Hotel 3rd Floor 1 Fire extinguisher

L3 Hotel
Floor 3 Hotel 3rd Floor 1 1-gallon paint

L4 Hotel
Floor 4 Hotel 4th Floor 5 Exit sign

L4 Hotel
Floor 4 Hotel 4th Floor 16 Small Fluorescent Light Bulbs (6")

L4 Hotel
Floor 4 Hotel 4th Floor 4 Emergency lights

L4 Hotel
Floor 4 Hotel 4th Floor 4 4' Fluorescent bulb
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PRE-DEMOLITION HAZARDOUS MATERIAL/ SPECIAL WASTE SURVEY

Client:

L4 Hotel
Floor 4 Hotel 4th Floor 2 Ballast

L4 Hotel
Floor 4 Hotel 4th Floor 1 1-quart paint

L5 Hotel
Floor 5 Hotel 5th Floor 10 Small Fluorescent Light Bulbs (6")

L5 Hotel
Floor 5 Hotel 5th Floor 3 Exit sign

L5 Hotel
Floor 5 Hotel 5th Floor 4 Emergency lights

L5 Hotel
Floor 5 Hotel 5th Floor 2 Aerosols

L5 Hotel
Floor 5 Hotel 5th Floor 1 Roof tar, 5-gallon container

L5 Hotel
Floor 5 Hotel 5th Floor 1 Ballast

L5 Hotel
Floor 5 Hotel 5th Floor 2 4' fluorescent bulb

L5 Hotel
Floor 5 Hotel 5th Floor 1 Fire extinguisher

L5 Hotel
Floor 5 Hotel 5th Floor 1 microwave

L1-5 Hotel All 
Floors Guest Rooms 198 4' Fluorescent bulbs (one per room)

L1-5 Hotel All 
Floors Guest Rooms 198 Ballast (one per room)

L1-5 Hotel All 
Floors Guest Rooms 346 Smoke alarm (one or two per room)

L1 - Storage Room (Next to North Stair) 12 4' Fluorescent bulbs

L1 - Storage Room (Next to North Stair) 2 Ballast

L1 - Storage Room (Next to North Stair) 3 Wallpaper adhesive (1-gallon)

L1 - Storage Room (Next to North Stair) 4 Exit sign

L1 - Storage Room (Next to North Stair) 5 Emergency lights
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LABORATORY ANALYTICAL RESULTS FOR PCB SAMPLES 



Analytical Laboratory Report

Report ID: S49626.01(01)
Generated on 08/10/2011

Report to Report produced by
Attention: Ryan Londrigan Merit Laboratories
AKT Peerless Environmental 2680 East Lansing Drive
214 Janes East Lansing, MI 48823
Saginaw, MI  48604

Phone: (517) 332-0167     FAX: (517) 332-6333
Phone: 989-754-9896     FAX: 989-754-3804
Email: londriganr@aktpeerless.com

Report Summary
Lab Sample ID(s): S49626.01-S49626.02
Project: 7168s
Collected Date: 08/02/2011
Submitted Date/Time: 08/09/2011 14:15
Sampled by: Unknown
P.O. #:

Report Notes
Results relate only to items tested as received by the laboratory.
Methods may be modified for improved performance.
Results reported on a dry weight basis where applicable.
"Not detected" indicates that parameter was not found at a level equal to or greater than the RL.
Report shall not be reproduced except in full, without the written approval of Merit Laboratories.

Laboratory Certifications:
Michigan DNRE (#9956), Ohio EPA (#CL0002), NELAC NY (#11814), NELAC FL (#E871045), WBENC (#2005110032)
Some analytes reported may not be certified.  Full certification lists are available upon request.

Violetta F. Murshak
Laboratory Director

Report to AKT Peerless Environmental
Project: 7168s

Page 1 of 4 Report ID: S49626.01(01)
Generated on 08/10/2011



Analytical Laboratory Report

Sample Summary (2 samples)
Sample ID Sample Tag Matrix Collected Date/Time
S49626.01 Central Elevator Res. Oil 08/02/2011 00:01
S49626.02 South Elevator Res. Oil 08/02/2011 00:01

Report to AKT Peerless Environmental
Project: 7168s

Page 2 of 4 Report ID: S49626.01(01)
Generated on 08/10/2011



Analytical Laboratory Report

Lab Sample ID: S49626.01
Sample Tag: Central Elevator Res.
Collected Date/Time: 08/02/2011 00:01
Matrix: Oil
COC Reference: 57527

Sample Containers
# Type Preservative(s) Refrigerated? Arrival Temp. (C) Thermometer #
1 4oz Glass None Yes 4.6 IR

Analysis Results Units RL Method Run Date/Time Analyst  CAS # Flags
Extraction / Prep.

Extraction, PCB Completed 3550B 08/09/11 20:25 EMR

Organics - PCBs/Pesticides

PCB List

PCB-1016 Not detected ug/kg 1,000 8082 08/10/11 15:36 JANB 12674-11-2
PCB-1242 Not detected ug/kg 1,000 8082 08/10/11 15:36 JANB 53469-21-9
PCB-1221 Not detected ug/kg 1,000 8082 08/10/11 15:36 JANB 11104-28-2
PCB-1232 Not detected ug/kg 1,000 8082 08/10/11 15:36 JANB 11141-16-5
PCB-1248 Not detected ug/kg 1,000 8082 08/10/11 15:36 JANB 12672-29-6
PCB-1254 Not detected ug/kg 1,000 8082 08/10/11 15:36 JANB 11097-69-1
PCB-1260 Not detected ug/kg 1,000 8082 08/10/11 15:36 JANB 11096-82-5

Report to AKT Peerless Environmental
Project: 7168s

Page 3 of 4 Report ID: S49626.01(01)
Generated on 08/10/2011



Analytical Laboratory Report

Lab Sample ID: S49626.02
Sample Tag: South Elevator Res.
Collected Date/Time: 08/02/2011 00:01
Matrix: Oil
COC Reference: 57527

Sample Containers
# Type Preservative(s) Refrigerated? Arrival Temp. (C) Thermometer #
1 4oz Glass None Yes 4.6 IR

Analysis Results Units RL Method Run Date/Time Analyst  CAS # Flags
Extraction / Prep.

Extraction, PCB Completed 3550B 08/09/11 20:25 EMR

Organics - PCBs/Pesticides

PCB List

PCB-1016 Not detected ug/kg 1,000 8082 08/10/11 15:57 JANB 12674-11-2
PCB-1242 Not detected ug/kg 1,000 8082 08/10/11 15:57 JANB 53469-21-9
PCB-1221 Not detected ug/kg 1,000 8082 08/10/11 15:57 JANB 11104-28-2
PCB-1232 Not detected ug/kg 1,000 8082 08/10/11 15:57 JANB 11141-16-5
PCB-1248 Not detected ug/kg 1,000 8082 08/10/11 15:57 JANB 12672-29-6
PCB-1254 Not detected ug/kg 1,000 8082 08/10/11 15:57 JANB 11097-69-1
PCB-1260 Not detected ug/kg 1,000 8082 08/10/11 15:57 JANB 11096-82-5

Report to AKT Peerless Environmental
Project: 7168s

Page 4 of 4 Report ID: S49626.01(01)
Generated on 08/10/2011
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